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Section 20-2.08. Use for irrigation supply line if the depth of installation differs from the standards.

1. Use if pipe supply lines between the water meter and backflow preventer assembly are to be installed deeper than 18 inches. Enter the minimum depth.
Replace 18 inches in the 3rd paragraph of section 20-2.08C(1) with:
____ inches

2. Use if drip irrigation tubing is not to be installed on grade. Enter the minimum depth.
Replace on grade in the 1st paragraph of section 20-2.08C(3) with:
not less than __ inches below finished grade measured to the top of the tubing

3. Use if solvent-cemented plastic pipe supply line mains are required to be installed deeper than the standard depth of 18 inches. Enter the minimum depth.
Replace 18 inches in the 4th paragraph of section 20-2.08C(4) with:
____ inches

4. Use if solvent-cemented plastic pipe supply line laterals are required to be installed deeper than the standard depth of 12 inches. Enter the minimum depth.
Replace 12 inches in the 5th paragraph of section 20-2.08C(4) with:
____ inches

5. Use if the plastic pipe supply lines for a sprinkler assembly are required to be installed deeper than the standard depth of 12 inches. Enter the minimum depth.
Add to section 20-2.08C(4):
Install plastic pipe supply lines downstream from the remote control valves for a sprinkler assembly not less than __ inches below finished grade measured to the top of the pipe.
