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Section 39-2.01C(10). Use for maintenance vehicle pullouts when no other paving is on the project.
Do not use adjacent to guardrail posts.

Replace section 39-2.01C(10) with:
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1
Construct roadside paving using HMA specified for miscellaneous areas.
2
Earthwork for roadside paving must comply with section 19. The grading plane must not be more than 0.05 foot above the grade determined by the Engineer. A relative compaction of not less than 95 percent must be obtained for a minimum depth of 0.5 foot below the grading plane.
3. Use if surplus excavated material must be disposed of.
Unless the surplus excavated material is hazardous, disposed of it.
4–5. Use if soil sterilization is required.
4
Treat the soil underneath the roadside paving with pesticides under sections 20-1.02C and 20-1.03B. Immediately before the treatment, scarify the soil to a minimum depth of 3 inches and dispose of rocks, large lumps of earth, weeds, and other debris. Bring the loosened material to as a finely divided condition as the material will allow.
5
After scarification, apply oxadiazon pesticide at the maximum label rate unless otherwise ordered. Do not apply pesticide more than 12 inches beyond the areas to be surfaced.
6
The AB must comply with section 26-1.02B. Use 3/4-inch maximum aggregate gradation. Place aggregate base to a minimum compacted thickness of 0.5 foot.
7. If the 0.50-foot-maximum-compacted thickness specified in section 26-1.03C is increased.
Spread and compact AB under sections 26-1.03D and 26-1.03E.
8
Install any underground irrigation facilities in areas to receive surfacing before placing HMA.
9
HMA must be a minimum of 0.25 foot thick.
