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Section 48-4: Use for temporary decking.
Use if the lane closure time is inadequate for continuous completion of the work when replacing joint seal assemblies or portions of the bridge deck. Do not use for work in the approach slab or roadway.
Ensure the following information is shown for temporary decking spans up to 3 feet:
	Temporary Decking Design Loading:
	1.  Moment demand per foot =______________lbs-ft/ft
	2.  For steel plate systems:
		a.  anchor bolt shear per foot = ___________lbs/ft
		b.  anchor bolt tension = _________lbs
		c.  maximum anchorage bolt spacing = ________ft
For spans over 3 feet, ensure temporary decking design details are shown.
Modifications to section 48-4 of the Standard Specifications and this SSP must be authorized by the Bridge Deck Committee Chair.

1. Use if falsework cannot be placed below the deck to span the incomplete work.
Replace the 1st paragraph of section 48-4.03 with:
Temporary decking must consist of a steel plate system that spans the incomplete work.
2. Input ratio for tapers. The designer must obtain the required horizontal-to-vertical taper ratio from the district.
Replace the 2nd sentence in the 3rd paragraph of section 48-4.03 with:
Use a ________ horizontal-to-vertical ratio for tapers.
3. Use if no approach slabs are on the project.
Delete and the adjacent approach slab in the 5th paragraph of section 48-4.03.
4.  Use if the design compressive strength is not shown. Input the compressive strength from the designer (typically 3600 psi).
Replace the 1st sentence of the 7th paragraph of section 48-4.03 with:
Do not allow traffic on deck concrete until it has attained a compressive strength of _____.
