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Section 57-2.04. Use for abutment lumber blocking. Verify that the use of timber treatment complies with Department of Fish and Game requirements. Check project permits before final editing; some treatments may not be allowed.

Replace Reserved in section 57-2.04 with:
57-2.04A  General
57-2.04A(1)  Summary
1
Section 57-2.04 includes specifications for installing lumber blocking at abutments.
57-2.04A(2)  Definitions
2
Not Used
57-2.04A(3)  Submittals
3. Use if the plans show a specifically designed abutment lumber blocking system. Otherwise, replace the text with Not Used.
Submit shop drawings showing the proposed abutment lumber blocking sizes, arrangements, and method of joining.
57-2.04A(4)  Quality Assurance
4
Not Used
57-2.04B  Materials
5
Abutment lumber blocking must be preservative-treated wood.
6. Edit or delete if the plans show a specifically designed abutment lumber blocking system.
The blocking must consist of solid timbers, dimension lumber, or a combination of both. The finished thickness of any lumber must be at least 1-1/2 inches.
7
The blocking must have an allowable stress of at least 300 psi for compression perpendicular to the grain.
57-2.04C  Construction
8
Maintain the minimum gap between the abutment lumber blocking and the concrete or steel surfaces regardless of the arrangement of lumber sizes used. The abutment lumber blocking must be of a stable configuration and may include joining together the individual pieces of lumber.
9
Where the abutment lumber blocking is exposed and accessible to the public, securely join the blocking to prevent a person from removing it without tools.
10. Use if the minimum length is not shown. Insert the length provided by the designer.
Abutment lumber blocking must be at least ______ feet long.
11
Before placing abutment lumber blocking, remove existing forms and debris that interfere with the blocking. Removing existing forms and debris is change order work.
12
Any metal component used for abutment lumber blocking that is not structural metal or hardware must comply with section 75-3.
57-2.04D  Payment
13
Not Used
