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Section 59-2.01C(4)(b)(iv). Use for special finish coat requirements for the zinc coating system.

Add to section 59-2.01C(4)(b)(iv):
1. Use if finish coats are not required. Edit to suit.
[bookmark: _GoBack]Finish coats are not required for the following structures:
1. _________________________, bridge no. __-____
2. _________________________, bridge no. __-____

2. Use if finish coat colors for exterior latex paint are not no. 34272, contrast green, and no. 14090, dark green. Insert bridge number and federal standard numbers. Contrast gray is no. 36628, dark gray is 26408.
Contact OSM&I for other color numbers and paint formulations.
For bridge no. _______________ the 1st finish coat must match color no. ____ of FED-STD 595. The 2nd finish coat must match color no. _____ of FED-STD 595.
3. Use if painting both new and existing steel members of a bridge widening to specify the same finish coat for the new steel as for the existing steel. Insert bridge number. Edit State Specification PWB numbers if finish coat colors are not PWB 171, light green, and PWB 172, dark green. Contact OSM&I for other color numbers and paint formulations.
For bridge no. _______________, the 1st finish coat must comply with State Specification PWB 171. The 2nd finish coat must comply with State Specification PWB 172.
4. Use if aluminum waterborne acrylic finish paint is requested by OSM&I. Insert bridge number.
For bridge no. _______________, the 1st finish coat must comply with State Specification PWB 161. The 2nd finish coat must comply with State Specification PWB 162.
