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Section 60-2.02. Use for bridge removal work.

1. Use if a 20-day review time is not enough. Allow 25 to 35 days if the removal is complicated (e.g., very high, large traffic openings or heavy skews). Where removal is over a railroad, allow at least 40 days. Check the railroad agreement; it may require more than 40 days.
Add to section 60-2.02A(3):
For the following bridges or portions of bridges, allow the days shown in the following table for the review of the bridge removal work plan:
	Bridge or portion of bridge
	Review time (days)

	
	

	
	

	
	

	
	




2. Use if the percentage of dead load used for horizontal load design is more than 5 percent; check with designer (OSD may want a higher percentage).  Insert percent.
Replace the 1st paragraph of section 60-2.02B(2) with:
The horizontal load to be resisted in any direction for temporary support shoring and temporary bracing must be (1) the sum of actual horizontal loads due to equipment, construction sequence, or other causes plus an allowance for wind and (2) not less than ____ percent of the total dead load of the structure being removed.
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3. Use if the clearance to traffic or shoulders is not 8 feet horizontally or 15 feet vertically at removal locations. Insert required clearances.
Replace the 5th paragraph of section 60-2.02C(1) with:
Temporary support shoring, temporary bracing, and protective covers must not encroach within ____ feet horizontally or ____ feet vertically of any traffic lane or shoulder open to traffic.

4. Modify clearances for protective covers to agree with approved available dimensions if other than 15 feet vertical or 32 feet horizontal.
Replace item 4 in the list in the 1st paragraph in section 60-2.02C(2) with:
4.	Provide the openings specified in section 12-4. If no openings are specified for removal work, provide a vertical opening of ____ feet and a horizontal opening of _____ feet for traffic.


5. Use for bridge railing removal or when feasible to support protective covers from the superstructure to eliminate a traffic hazard.
Add to the list in the 1st paragraph in section 60-2.02C(2):
6.	Falsework or supports for protective covers must not extend below the vertical clearance level or to the ground line at any location within the roadbed.


6. Use if protective covers do not need to extend 10 feet beyond the railing face; insert a length proportionate to the magnitude of removal work.
Replace the 3rd paragraph in section 60-2.02C(2) with:
At locations where entire girders are removed, protective covers must extend at least _____ feet beyond the outside face of the bridge railing.
