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Section 61-7  Use if temporary drains are used for detours or shoulder work during stage construction.

Replace Reserved in section 61-7 with:
61-7.01  GENERAL
61-7.01A  Summary
1–4. Edit if needed to limit to 1 specific type of pipe.
Section 61-7 includes specifications for installing slotted corrugated steel pipe or slotted plastic pipe for temporary drainage purposes.
2
Alternative slotted pipe must be slotted plastic pipe or slotted corrugated steel pipe.
3
Slotted plastic pipe must comply with section 64-2.
4
Slotted corrugated steel pipe must comply with 66-2.
61-7.01B  Definitions
Not Used
5
61-7.01C  Submittals
If RSC is used for concrete backfill, submit the concrete mix design and test data from an authorized laboratory at least 10 days before excavating the pipe trench. The laboratory must specify the cure time required for the concrete mix to attain 2,000 psi compressive strength when tested under California Test 521.
6
61-7.01D  Quality Assurance
7
If the backfill becomes a portion of the pavement surface for the temporary slotted pipe, submit the concrete mix design and test data from an authorized laboratory at least 10 days before excavating the pipe trench. The laboratory must specify the cure time required for the concrete mix to attain a 2,000 psi compressive strength when tested under California Test 521.
61-7.02  MATERIALS
8
Backfill must be either (1) minor concrete except it must contain at least 550 pounds of cementitious material per cubic yard or (2) RSC. You may use RSC for concrete backfill except:
1.	Section 90-1 does not apply
[bookmark: _GoBack]2.	RSC must comply with minor concrete sections 90-2.01C, 90-2.01D, 90-2.02B, 90-2.02C, 90-2.02D and 90-2.02E

9
No traffic is allowed on the top of the concrete backfill that is used as a portion of the new pavement surface until the mix cure time that achieves the 2,000 psi compressive strength under California Test 521 has elapsed.
61-7.03  CONSTRUCTION
10
The top of the bearing bars must conform to the bottom of the OGFC, where the final pavement surface is OGFC.
11
For slotted pipe, broom finish the minor concrete or RSC surface to match the adjacent concrete pavement or asphalt concrete. If finished surface of minor concrete or RSC is below pavement grade brooming is not required.
12
Backfill trenches and pits caused by the removal of temporary slotted pipe under section 71-1.03. Plug openings into existing structures that are to remain in place with minor concrete.
13
Repair temporary slotted pipe that is damaged as soon as practicable, but before the next rain event.
14
61-7.04  PAYMENT
Not Used
