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Section 71-6.03. Use for abandoning culverts and pipelines.
If the pipe to be abandoned is composed of hazardous material, such as asbestos, removal (instead of abandonment) may be required. Contact the district hazardous materials coordinator.

Replace Reserved in section 71-6.03 with:
71-6.03A  General
1
Abandon culverts or pipelines by removing portions of the culverts or pipelines, filling the inside, and backfilling the depressions and trenches to grade. As an alternative to abandoning a culvert or pipeline, you may remove the culvert or pipeline, dispose of it, and backfill.
2
Notify the Engineer before abandoning a culvert or pipeline.
71-6.03B  Materials
3
Openings into existing structures that are to remain in place must be plugged with minor concrete under section 90.
71-6.03C  Construction
4
Wherever culverts or pipelines intersect side slopes, remove them to a depth of at least 3 feet. Measure the depth normal to the plane of the finished side slope. Abandon the remaining portion of the culvert or pipeline.
5
Culverts or pipelines that are 12 inches or more in diameter must be completely filled by authorized methods. Backfill with sand that is clean, free draining, and free from roots and other deleterious substances. As an alternative to sand, you may backfill with one of the following:
1.	Controlled low-strength material under section 19-3.02F
2.	Slurry cement backfill under section 19-3.02D

6
Ends of culverts and pipelines must be securely closed by a 6-inch-thick, tight-fitting plug or wall of commercial-quality concrete.
71-6.03D  Payment
7. Use if the backfill quantity for filling the culvert or pipeline is less than 5 cu yd.
If backfilling inside the culvert or pipeline is required, payment for backfilling inside the culverts or pipelines is included in the payment for abandon culvert or abandon pipeline. Payment for backfilling outside the culvert or pipeline is included in the payment for abandon culvert or abandon pipeline.
[bookmark: _GoBack]8. Use if the backfill quantity for filling the culvert or pipeline is over 5 cu yd. Include the bid item for sand backfill.
If backfilling inside the culvert or pipeline is required, payment for backfilling inside the culvert or pipeline is paid for as sand backfill. Payment for backfilling outside the culvert or pipeline is included in the payment for abandon culvert or abandon pipeline.

