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Section 74-3.02B(2). Use for when a free standing service pedestal.

Replace Reserved in section 74-3.02B(2) with:
1. Include item 4, power transfer switch, when standby power receptacle is shown.
Service pedestals must be tamper resistant, Type 3R enclosures with:
1.	Underground pull section
2.	Service disconnect compartment
3.	Meter compartment
4.	Power transfer section

2. Insert Power transfer or Rotary action selector in item 4.
Service pedestals must be constructed with:
1.	12-gauge exterior sheet steel and 14-gauge interior sheet steel
2.	Baked enamel or baked thermosetting polyester exterior finish
3.	Stainless steel hardware, including screws, latches, hasps, hinge pins, and similar items
4.	_____ switch
5.	Service disconnect switch that operates with the exterior door open and the interior deadfront door closed
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Service pedestals for services 400 A and larger must have exterior doors with double hasp for 2 separate padlocks where removing either padlock opens both doors. Service pedestals for services smaller than 400A must have an exterior door with hasp.
4. Specify requirements for the service disconnect switch.
Service disconnect switches must be _-pole, ___-V(ac), ___-A frame, ___-A trip, molded case circuit breakers with the following features:
1.	Adjustable AC magnetic trip set to ___ A
2.	Interrupting capacity of ____ A symmetrical at ___ V
3.	Handle that is lockable with a padlock in the "OFF" position

5. Use if 225A and larger service is shown. Specify the requirements for the power transfer switch.
Power transfer switches must be _-pole, ___-V(ac), ___-A frame, ___-A trip, molded case dual circuit breakers with the following features:
1.	Mechanical interlock to prevent simultaneous “ON” for both breaker handles
2.	Interrupting capacity of ____ A symmetrical at ___ V(ac)
3.	Auxiliary normally open contact rated 10 A at 120 V(ac)

6. Use if 200A and smaller service is shown. Specify the requirements for the rotary action switch.
Rotary action selector switches must be _-pole, 2-position, 480-V(ac), 200-A frame, rotary type switches having either a fourth pole or an auxiliary normally open contact rated 10 A at 120 V(ac).
7–8. Use if a standby power receptacle is shown.
[bookmark: _GoBack]A standby power receptacle must be a circuit-breaking, weather-resistant, raintight receptacle with a male interior assembly. The male interior assembly must be a 4-pole, 3-wire male assembly rated for 200 A at 600 V(ac). The standby power receptacle must include an AJ back box and angle adapter with either (1) screw-on dust cover and chain, or (2) self-closing, spring actuated cover.
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Standby power receptacles must be compatible with the Department's standby power plug, Crouse-Hinds, Catalog No. AP20468-S22 with female interior assembly.
