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Section 83-4.05. Use for sand-filled crash cushions.

Replace section 83-4.05 with:
[bookmark: _GoBack]83-4.05  SAND-FILLED CRASH CUSHIONS
83-4.05A  General
83-4.05A(1)  Summary
1
Section 83-4.05 includes specifications for constructing sand-filled crash cushions.
83-4.05A(2)  Definitions
2
Not Used
83-4.05A(3)  Submittals
3
Submit a certificate of compliance for sand-filled crash cushions.
83-4.05A(4)  Quality Assurance
4
Not Used
83-4.05B  Materials
5
The modules making up the sand-filled crash cushions must be one of the modules shown in the following table:
	Module
	Manufacturer
	Distributors

	Energite III Crash Cushion
	ENERGY ABSORPTION SYSTEMS INC
70 W MADISON ST STE 2350
CHICAGO IL  60602 
	TRAFFIC CONTROL SERVICE INC
8585 THYS CT
SACRAMENTO CA  95828
Telephone: (916) 387-9733
Fax: (916) 387-9734
TRAFFIC CONTROL SERVICE INC
1818 E ORANGETHORPE
FULLERTON CA  92831-5324
Telephone: (714) 526-9500
Fax: (714) 526-9561

	Fitch Universal Modules
	
	

	TrafFix Sand Barrels
	TRAFFIX DEVICES INC
220 CALLE PINTORESCO
SAN CLEMENTE CA  92672
Telephone: (949) 361-5663
Fax: (949) 361-9205
	UNITED RENTALS INC
1533 BERGER DR
SAN JOSE CA  95112
Telephone: (408) 287-4303
Fax: (408) 287-1929
STATEWIDE SAFETY & SIGN
PO BOX 1440
PISMO BEACH CA  93448
Telephone: (805) 929-5070
Fax: (805) 929-5786

	CrashGard Model CC-48 Sand Barrels
	PLASTIC SAFETY SYSTEMS INC
2444 BALDWIN RD
CLEVELAND OH  44104
	CAPITOL BARRICADE INC
6001 ELVAS AVE
SACRAMENTO CA  95819
Telephone: (916) 451-5176
Fax: (916) 451-5388
CAPITOL BARRICADE INC
1661 EAST MINER AVE
STOCKTON CA  95205
Telephone: (209) 469-2663
Fax: (916) 451-5388
SIERRA SAFETY
9093 OLD STATE HWY
NEWCASTLE CA  95658
Telephone: (916) 663-2026
Fax: (916) 663-1858
ALERT O LITE
2020 N WINERY RD
FRESNO CA  93703
Telephone: (559) 486-4570
STEVENSON SUPPLY
3601 REGIONAL PKWY
SANTA ROSA CA  95403
Telephone: (707) 575-3335
HI WAY SAFETY INC
13310 5TH ST
CHINO CA  91710
Telephone: (909) 591-1781
Fax: (909) 627-0999



6
Use only 1 type of module at any 1 location.
7
The modules must:
1.	Be the standard yellow color furnished by the manufacturer
2.	Have black lids
3.	Have exterior components that are formulated or processed to resist deterioration from ambient UV rays
4.	Be free from structural flaws and surface defects
5.	Have been manufactured after March 31, 1997

8
Sand used to fill the modules must be clean, washed, commercial-quality concrete sand. When placed in the modules, the sand must contain no more than 7 percent water when tested under California Test 226.
83-4.05C  Construction
9
Under the manufacturer's instructions, fill the modules with sand and securely attach the lids.
10
Attach a Type R or Type P marker panel to the front of the crash cushion if the closest point of the crash cushion array is within 12 feet of the traveled way. Fasten the marker panel to the crash cushion using commercial-quality hardware or by other authorized methods. Place the top of Type R marker panels 1 inch below the module lid. Place Type P marker panels such that the bottom of the panel is at the bottom of the module.
83-4.05D  Payment
11
Not Used
