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RSS. Use in all projects. Do not add. Inserted by boilerplate merge.

REVISED STANDARD SPECIFICATIONS DATED
01-15-16

ORGANIZATION
Revised standard specifications are under headings that correspond with the main-section headings of the Standard Specifications. A main-section heading is a heading shown in the table of contents of the Standard Specifications. A date under a main-section heading is the date of the latest revision to the section.
Each revision to the Standard Specifications begins with a revision clause that describes or introduces a revision to the Standard Specifications. For a revision clause that describes a revision, the date on the right above the clause is the publication date of the revision. For a revision clause that introduces a revision, the date on the right above a revised term, phrase, clause, paragraph, or section is the publication date of the revised term, phrase, clause, paragraph, or section. For a multiple-paragraph or multiple-section revision, the date on the right above a paragraph or section is the publication date of the paragraphs or sections that follow.
Any paragraph added or deleted by a revision clause does not change the paragraph numbering of the Standard Specifications for any other reference to a paragraph of the Standard Specifications.

^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^

DIVISION I  GENERAL PROVISIONS
9  PAYMENT
01-15-16
Replace may withhold in the 1st paragraph of section 9-1.16E(4) with:
01-15-16
withholds

^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^

DIVISION II  GENERAL CONSTRUCTION
12  TEMPORARY TRAFFIC CONTROL
01-15-16
Replace section 12-4.02C(2) with:
01-15-16
12-4.02C(2)  Lane Closure System
12-4.02C(2)(a)  General
The Department provides LCS training. Request the LCS training at least 30 days before submitting the 1st closure request. The Department provides the training within 15 days after your request.
LCS training is web-based or held at a time and location agreed upon by you and the Engineer. For web-based training, the Engineer provides you the website address to access the training.
With 5 business days after completion of the training, the Department provides LCS accounts and user IDs to your assigned, trained representatives.
Each representative must maintain a unique password and current user information in the LCS.
The Department terminates your LCS accounts after Contract acceptance.
12-4.02C(2)(b)  Status Updates for Authorized Closures
Update the status of authorized closures using the LCS Mobile web page.
For a stationary closure, use code:
1.	10-97 immediately before you place the 1st advance warning sign
2.	10-98 immediately after you remove all of the advance warning signs

For a moving closure, use code:
1.	10-97 immediately before the actual start time of the closure
2.	10-98 immediately after the actual end time of the closure

Cancel an authorized closure by using code 10-22 within 2 hours after the authorized start time.
If you are unable to access the LCS Mobile web page, immediately notify the Engineer of the closure's status.

^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^

DIVISION V  SURFACINGS AND PAVEMENTS
39  ASPHALT CONCRETE
01-15-16
Add to the table in the 4th paragraph of section 39-2.01A(1):
01-15-16
	Asphalt Institute MS-2
	7th edition (2015)




Replace SP-2 at each occurrence in section 39 with:
01-15-16
MS-2

Replace the headings and paragraphs of section 39-2.01A(3)(i) with:
01-15-16
39-2.01A(3)(i)  Reserved

Replace the 2nd sentence in the 3rd paragraph of section 39-2.01A(4)(b) with:
01-15-16
Submit 3 parts and keep 1 part.

Replace 39-2.01A(3)(m)(iv) in the 6th paragraph of section 39-2.01C(3)(e) with:
01-15-16
36-3.01C(3)

Replace section 39-2.02A(3)(b) with:
01-15-16
The JMF must be based on the superpave HMA mix design as described in MS-2 Asphalt Mix Design Methods by the Asphalt Institute.

Replace the 2nd paragraph of section 39-2.03A(3)(b) with:
01-15-16
The JMF must be based on the superpave HMA mix design as described in MS-2 Asphalt Mix Design Methods by the Asphalt Institute.

Replace the requirement in the row for Voids in mineral aggregate on plant produced HMA in the 2nd table in section 39-2.03A(4)(e)(i) with:
01-15-16
18.0-23.0

Replace the row for Hamburg wheel track in the table in section 39-2.03B(2) with:
01-15-16
	Hamburg wheel track (min, number of passes at the inflection point)
Binder grade:
PG 58
PG 64
PG 70
	AASHTO T 324 (Modified)d
	


10,000
12,500
15,000




Add to the 2nd paragraph of section 39-2.05A(3)(b):
01-15-16
The material transfer vehicle must receive HMA directly from the truck.

Replace Table 6.1 at each occurrence in the table in section 39-2.05B(2) with:
01-15-16
Table 8.1

Replace SP-2 Asphalt Mixture in the 1st footnote in the table in the 2nd paragraph of section 39-2.05B(2) with:
01-15-16
MS-2 Asphalt Mix Design Methods

Replace Manual Series No. 2 (MS-2) in the 1st footnote in the table in the 2nd paragraph of section 39-2.05B(2) with:
01-15-16
MS-2 Asphalt Mix Design Methods

Replace 39-3.05 in the 1st paragraph of section 39-3.04A with:
01-15-16
39-3.04

Replace 39-3.06 in the 1st paragraph of section 39-3.05A with:
01-15-16
39-3.05

^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^

DIVISION VI  STRUCTURES
49  PILING
01-15-16
01-15-16
Delete the 4th paragraph of section 49-2.01C(5).

Add to section 49-3.03A(3):
01-15-16
Submit a Pile and Driving Data Form under section 49-2.01A(3)(a) if specified in the special provisions.

Replace section 49-4.03 with:
01-15-16
49-4.03  CONSTRUCTION
49-4.03A  General
Reserved
49-4.03B  Drilled Holes
Drill holes for steel soldier piles into natural foundation material. Drilled holes must be accurately located, straight, and true.
Furnish and place temporary casings or tremie seals where necessary to control water or to prevent caving of the hole.
Before placing the steel soldier pile, remove loose materials existing at the bottom of the hole after drilling operations have been completed.
Do not allow surface water to enter the hole. Remove all water in the hole before placing concrete.
If temporary casings are used, they must comply with section 49-3.02C(3).
49-4.03C  Steel Soldier Piles
Plumb and align the pile before placing concrete backfill and lean concrete backfill. The pile must be at least 2 inches clear of the sides of the hole for the full length of the hole to be filled with concrete backfill and lean concrete backfill. Ream or enlarge holes that do not provide the clearance around steel piles.
Maintain alignment of the pile in the hole while placing backfill material.
Clean and prepare piles in anticipated heat affected areas before splicing steel piles or welding concrete anchors.

^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^
52  REINFORCEMENT
01-15-16
Replace the 3rd paragraph of section 52-6.03B with:
01-15-16
For uncoated and galvanized reinforcing bars complying with ASTM A615/A615M, Grade 60, ASTM A706/A706M, or ASTM A767/A767M, Class 1, the length of lap splices must be at least:
1.	45 diameters of the smaller bar spliced for reinforcing bars no. 8 or smaller
2.	60 diameters of the smaller bar spliced for reinforcing bars nos. 9, 10, and 11

For epoxy-coated reinforcing bars and alternatives to epoxy-coated reinforcing bars complying with ASTM A775/A775M, ASTM A934/A934M, ASTM A1035/A1035M, or ASTM A1055/A1055M, the length of lap splices must be at least:
1.	65 diameters of the smaller bar spliced for reinforcing bars no. 8 or smaller
2.	85 diameters of the smaller bar spliced for reinforcing bars nos. 9, 10, and 11


^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^

53  SHOTCRETE
01-15-16
[bookmark: _Toc395791601]Replace 632 in item 1 in the list in the 3rd paragraph of section 53-1.02 with:
01-15-16
675

Replace item 2 in the list in the 3rd paragraph of section 53-1.02 with:
01-15-16
2.	You may substitute a maximum of 30 percent coarse aggregate for the fine aggregate. Coarse aggregate must comply with section 90-1, except section 90-1.02C(4)(d) does not apply. The gradation for the coarse aggregate must comply with the gradation specified in section 90-1.02C(4)(b) for the 1/2 inch x No. 4 or the 3/8 inch x No. 8 primary aggregate nominal size.
[bookmark: _GoBack]

Replace shotcrete in the 2nd sentence of the 4th paragraph of section 53-1.02 with:
01-15-16
concrete

^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^

59  STRUCTURAL STEEL COATINGS
01-15-16
Replace Type S in the 2nd paragraph of section 59-1.02A with:
01-15-16
Type M or Type S

Replace the paragraphs in section 59-2.01C(1) with:
01-15-16
Clean and paint all exposed structural steel and other metal surfaces.
Cleaning and painting of new structural steel must be performed in an enclosed shop as defined in AISC-420-10/SSPC-QP 3.

^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^

DIVISION VII  DRAINAGE FACILITIES
71  EXISTING DRAINAGE FACILITIES
01-15-16
Replace items 5 and 6 in the list in the 1st paragraph of section 71-3.01D with:
01-15-16
5.	Performing postrehabilitation inspection


Add after the 4th paragraph of section 71-3.01D:
01-15-16
Record the quantity of grout that is installed and submit this quantity. The Department does not pay for grout that leaks through to the inside of the culvert. The Department does not pay for grout material that is wasted, disposed of, or remaining on hand after the completion of the work.

Replace the 2nd heading in section 71-5.03 with:
01-15-16
71-5.03B  Frames, Covers, Grates, and Manholes

^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^

DIVISION XI  MATERIALS
96  GEOSYNTHETICS
01-15-16
Replace product name, manufacturing source, and date of manufacture in the 2nd sentence of the 1st paragraph of section 96-1.01D with:
01-15-16
manufacturing source code

