Hot Mix Asphalt

Standard Special Provision Update

March 21, 2008

1999 SSPs used with 2004 Standard Plans:

S1-020H, Amendments to the Standard Specifications, approved 03-21-08.  This version is now available in "Sec_01-03" folder.  This revision includes changes to the following sections:

1.
Section 39:  Hot Mix Asphalt

2.
Section 92:  Asphalts

The following SSPs are cancelled because they were assigned numbers:

39-AAA, Hot Mix Asphalt.  New number is 39-050

39-BBB, Hot Mix Asphalt Open Graded Friction Course.  New number is 39-100

39-CCC, Rubberized Hot Mix Asphalt--Gap Graded.  New number is 39-150

39-DDD, Rubberized Hot Mix Asphalt--Open Graded or Rubberized Hot Mix Asphalt High Binder--Open Graded.  New number is 39-200

39-EEE, Hot Mix Asphalt (Miscellaneous Areas).  New number is 39-250

39-FFF, Minor Hot Mix Asphalt.  New number is 39-300

39-GGG, Shoulder Rumble Strip (AC, Ground-In Indentations).  New number is 39-350

39-HHH, Hot Mix Asphalt Aggregate Lime Treatment--Slurry Method.  New number is 39-400

39-III, Hot Mix Asphalt Aggregate Lime Treatment--Dry Lime Method.  New number is 39-450

39-JJJ, Liquid Antistrip Treatment.  New number is 39-500

39-KKK, Prime Coat.  New number is 39-550

39-LLL, Replace Asphalt Concrete Surfacing.  New number is 39-600

