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Use only in bridge cleaning and painting projects when a "Traffic Control System" is not required.

Do not use SSP 12-000 and this SSP on the same project.

10‑1.__  CONSTRUCTION AREA SIGNS

Construction area signs shall be furnished, installed, maintained, and removed when no longer required in conformance with the provisions in Section 12, "Construction Area Traffic Control Devices," of the Standard Specifications and these special provisions.

2.  If the approach speed is greater than 80 km/h, change the size of the sign to 1200 mm X 1200 mm.

A 750 mm x 750 mm C23 (Road Work Ahead) sign shall be furnished and placed at locations where traffic approaches a bridge that has work underway.  The signs shall be portable signs conforming to the provisions in Section 12‑3.06, "Construction Area Signs," and Section 12‑3.06B, "Portable Signs," of the Standard Specifications, except that the sign panel base material shall not be plywood.  An orange or fluorescent red-orange flag not less than 400 mm square shall be attached to each sign.  The exact location of the signs will be determined by the Engineer.  The signs shall not be used until they are needed, shall be maintained in place when cleaning and painting operations are being performed, and shall be removed at the end of each day's work.
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Separate individual signs, each approximately 1.2 m square with the words "CLEANING AND PAINTING OPERATIONS" in black letters approximately 100 mm high and the Contractor's name, address and telephone number, on an orange background, shall be furnished and placed.  The signs shall be in place at times when cleaning and painting operations are under way and shall be placed near each of the C23 (Road Work Ahead) signs.
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Full compensation for furnishing, placing, maintaining, and removing the construction area signs shall be considered as included in the prices paid for the various contract items of work and no separate payment will be made therefor.

