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Use when existing sign structures are to be installed at new locations, with no modifications except for a new foundation and, if required, electrical connections to new service points.

When existing sign structures are to be painted, for example, tubular and box beam-closed truss sign structures, add provisions for cleaning and painting obtained from Division of Structure Maintenance and Investigations, and provide for full compensation into the unit price for relocate sign structure.

Add to SSP 15-010.

RELOCATE SIGN STRUCTURE

Relocating sign structures shall consist of removing and relocating existing sign structures as shown on the plans.

2*.  Edit for depth of removal of foundation.

Each existing concrete foundation, including anchor bolts, reinforcing steel, and conduit shall be removed to a depth of not less than _____ m below the adjacent finished grade.  Electrical wiring, if any, shall be removed to the nearest pull box.  Removed portions of the concrete foundations shall be disposed of outside the highway right of way in conformance with the provisions in Section 7‑1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.
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New foundation work for relocated sign structures shall conform to the provisions in Section 56‑1, "Overhead Sign Structures," of the Standard Specifications, except that full compensation for furnishing and installing a new anchor bolt assembly on each new foundation shall be considered as included in the contract price paid per meter for the size of cast-in-drilled-hole concrete pile (sign foundation) involved and no separate payment will be made therefor.

4.  Use when electrical work is required.

Sign lighting electrical work is provided for in Section 10-3, "Signals, Lighting And Electrical Systems," of these special provisions.

