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Use when applicable.  Add to SSP 15-010.

1.  Edit as required.

CAP INLET

Existing pipe inlets and concrete drainage inlets, where shown on the plans to be capped, shall be capped and the bottoms of the inlets shall be rounded with portland cement concrete as shown on the plans.

2

Concrete shall be minor concrete conforming to the provisions in Section 90‑10, "Minor Concrete," of the Standard Specifications.  The concrete shall contain not less than 350 kg of cementitious material per cubic meter.

3

Inlets shall be removed to a depth of at least 0.3‑m below the grading plane.

4

Concrete removal shall be performed without damage to portions of the inlet that are to remain in place.  Damage to existing concrete, which is to remain in place, shall be repaired by the Contractor to a condition equal to that existing prior to the beginning of removal operations.  The repair of existing concrete damaged by the Contractor's operations shall be at the Contractor's expense.

5

Existing reinforcement that is to be incorporated in the new work shall be protected from damage and shall be thoroughly cleaned of adhering material before being embedded in the new concrete.

6

The quantity of capping inlets will be determined as units from actual count.

7

The contract unit price paid for cap inlet shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in capping inlets, including removing portions of inlets, rounding bottoms of inlets, bar reinforcing steel, and structure excavation and structure backfill, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

