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Use in projects where water is scarce and compaction can be obtained without the use of water and excessive compaction effort will NOT be required to meet the specified compaction.

Add to SSP 19-010.

The fifth paragraph of Section 19‑6.02, "Compacting," of the Standard Specifications shall not apply.
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At the time of compaction the moisture content of embankment material to be compacted to not less than 95 percent shall be such that the specified relative compaction will be obtained and the embankment will be in a firm and stable condition.  Embankment material to be compacted to not less than 90 percent shall be compacted without adding water to the embankment, and the specified relative compaction shall be obtained so that the embankment will be in a firm and stable condition.  Embankment material which contains excessive moisture shall not be compacted until the material is dry enough to obtain the required compaction.  Full compensation for additional work involved in drying embankment material to the required moisture content shall be considered as included in the contract price paid for excavating or furnishing the material and no additional compensation will be allowed therefor.

3.  Use when material for embankment construction is to be paid for as roadway excavation.

Full compensation for additional work involved in compacting embankment material without adding water shall be considered as included in the contract price paid per cubic meter for roadway excavation and no additional compensation will be allowed therefor.

4.  Use when material for embankment construction is to be paid for as embankment.

Full compensation for additional work involved in compacting embankment material without adding water shall be considered as included in the contract price paid per cubic meter for embankment and no additional compensation will be allowed therefor.

