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Paras 5 & 16 may place restrictions on when projects containing this SSP can be advertised.

Paras 1 & 2, use for Highway Construction projects and add to Section 10-1.  Delete Para 3 when Paras 1 & 2 are used.

10‑1.__  TRANSPLANT PALM TREES

Transplanting palm trees shall conform to the provisions in Section 20‑4, "Highway Planting," of the Standard Specifications and these special provisions.

2*.  Edit as required to fit the project.

Palm trees to be transplanted shall be removed and either stored or transplanted at the new locations prior to performing other work within the location of the palm trees.

3.  Use for Highway Planting projects and add SSP 20-250 in Section 10-2.  Delete Paras 1 & 2 when Para 3 is used.

TRANSPLANT PALM TREES

Palm trees to be transplanted shall be removed and stored or transplanted to the locations shown on the plans in conformance with the provisions in Section 20‑4, "Highway Planting," of the Standard Specifications and these special provisions.

4

When the palm trees are removed and the work within the areas to which the trees are to be transplanted is not completed to the stage at which the trees can be planted, the trees shall be stored and maintained until transplanting can be completed.  In other cases, the palm trees shall be planted at the new locations the same day the palm trees are removed.

5

Transplanting palm trees shall be performed between March 15 and October 15 unless otherwise directed by the Engineer.

6

Before each palm tree is planted, dead fronds and frond stubs shall be removed from the trunk.  In addition, green fronds shall be removed up to 2 rows of fronds away from the center growth.  The 2 remaining rows of fronds shall be tied in an upright position with light hemp or manila rope.  Fronds and frond stubs for Phoenix dactylifera (Date Palm) shall be removed approximately 100 mm from the trunk.  Other fronds and frond stubs shall be removed at the trunk in a manner that will not injure the tree trunk.

7

The roots of each palm tree or clump of palm trees shall be balled in a manner approved by the Engineer.  Approval shall be obtained before removing any palm tree to be transplanted.  The diameter and depth of each root ball shall be a minimum of 200 mm larger than the trunk diameter at the ground line.  Exposed root balls shall be kept covered with wet burlap or canvas until the trees are planted.

8

Holes resulting from the removal of transplanted palm trees shall be backfilled the same day the trees are removed.  Soil from the surrounding area may be used to backfill the holes.  The backfill shall be mounded slightly above the surrounding ground level.

9

Palm trees shall not be dragged during transplanting operations and the trunks shall be protected from injury.

10

Each planting hole shall conform to the details shown on the plans.

11.  Make sure that plans show detail for placement of commercial fertilizer (packet).

Commercial fertilizer (packet) shall be slow or controlled release and shall be in a biodegradable packet form.  The packet shall gradually release nutrients over a 12-month period. Each packet shall have a mass of 10 g ± 1 g and shall have the following guaranteed chemical analysis:

Ingredient
Percentage

Nitrogen
20

Phosphoric Acid
10

Water Soluble Potash
5

12

Backfill material for the palm tree planting holes shall be plaster sand.

13

After the planting holes have been backfilled, water shall be applied to the full depth of the backfill soil.

14*.  Show details of watering basins on the plans or add the necessary requirements to Para 14.

Watering basins for the transplanted palm trees shall be constructed as shown on the plans.

15

When the palm trees are planted, a root stimulant, approved by the Engineer, shall be applied to the roots of each palm tree in conformance with the printed instructions of the root stimulant manufacturer.  A copy of the printed instructions shall be furnished to the Engineer before applying a stimulant.  Root stimulant to be used shall be submitted to the Engineer not less than 2 weeks prior to the stimulant's intended use.  Root stimulants not approved by the Engineer shall not be used.

16*.  Edit as required for working days.

Palm trees to be transplanted shall be maintained by the Contractor from the time the palm trees are removed to the time of acceptance of the contract, provided however, that the contract will not be accepted unless the trees have been satisfactorily maintained for at least ___ working days after transplanting has been completed.  The palm trees shall be watered as necessary to maintain the trees in a healthy condition.  Trash, debris and weeds within the basins, including the basin walls, shall be removed and disposed of in conformance with the provisions in Section 7‑1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.  Weeds shall be removed before the weeds exceed 50 mm in length.    Pesticides to be used for weed control shall be submitted to the Engineer not less than 2 weeks prior to the pesticide's intended use.  Pesticides not approved by the Engineer shall not be used.

17

The provisions specified in Section 20‑4.07, "Replacement," of the Standard Specifications for the replacement of unsuitable plants shall apply to transplanted palm trees.  The replacement palm tree for each unsuitable transplanted palm tree shall be the same size and species as the palm tree being replaced.  Each replacement palm tree shall be planted in the planting hole of the unsuitable palm tree which the new tree is replacing.  The method for planting replacement palm trees shall be as specified in this section for transplanting palm trees.  Removed unsuitable transplanted palm trees shall be disposed of in conformance with the provisions in Section 7‑1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.

18*.  Edit if paid for on a lump sum basis.

The quantity of transplant palm trees will be measured by the unit as determined from actual count in place.

19*.  Edit for lump sum price if required.

The contract unit price paid for transplant palm tree shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in transplanting palm trees, complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

