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Use when cement treated base is not used under concrete pavement.

10‑1.__  CEMENT TREATED BASE

Cement treated base shall conform to the provisions in Section 27, "Cement Treated Bases," of the Standard Specifications and these special provisions.

2*.  Add percentage of cement.

The portland cement content of the cement treated base shall be _____ percent by mass of the dry aggregate.

3.  Delete if Class 1 plant required.

A Class 2 plant may be used for batch mixing material that is specified to be plant-mixed.

4*.  Specify type; otherwise delete.

Cement treated base shall be spread by the Type ____ method.

Use 5, 6, 7 or 8 when requested by District.

5

The aggregate for Class A cement treated base shall conform to the following grading requirements:

Grading Requirements (Percentage Passing)

Sieve Sizes
Operating Range
Contract Compliance

25‑mm
100
100

19‑mm
90 - 100
87 - 100

4.75‑mm
35 - 55
30 - 60

600‑µm
10 - 30
5 - 35 

75‑µm
2 - 9
0 - 12 

6

The aggregate for Class A cement treated base shall conform to the following quality requirements:

Quality Requirements

Test
Operating Range
Contract Compliance

Sand Equivalent
31 Min.
28 Min.

7

The coarse aggregate material retained on the 4.75‑mm sieve shall consist of material of which at least 25 percent by mass shall be crushed particles as determined by California Test 205.

8.  Use when requested by District 11.

The aggregate for Class A cement treated base shall consist of decomposed granite and shall conform to the following grading requirements:

Sieve Sizes
Percentage Passing 

62.5‑mm
100

4.75‑mm
70 - 100

600‑µm
20 - 55

75‑µm
5 - 18

9.  Use when existing asphalt concrete, concrete pavement or cement treated base is to be removed and may be reused as aggregate for cement treated base.

Existing asphalt concrete, portland cement concrete pavement, and cement treated base to be removed may be processed and used as aggregate for cement treated base.  If the material is used for aggregate for cement treated base, the grading shall, at the Contractor's option, conform to either the grading for the class of cement treated base specified herein or to the 37.5‑mm, Maximum grading for Class 2 aggregate base in conformance with the provisions in Section 26, "Aggregate Bases," of the Standard Specifications.

