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USE WITH 2004 STANDARD PLANS ONLY.

Add to SSP 56-800.

Use when the contractor furnishes roadside or overhead signs or use when SSP 12-003 is used.

PROCESS COLOR AND FILM
The Contractor shall furnish and apply screened process color, non-reflective opaque black film, and protective overlay film of the type, kind, and product that are approved by the manufacturer of the retroreflective sheeting.

2

The Contractor shall furnish the Engineer a Certificate of Compliance in accordance to Section 6-1.07, "Certificates of Compliance," of the Standard Specifications for the screened process color, non-reflective opaque black film, and protective overlay film.

3
The surface of the screened process color shall be flat and smooth.  When the screened process colors determined from the instrumental testing in accordance to ASTM Designation:  D4956 are in dispute, the Engineer's visual test will govern.

4

The Contractor shall provide patterns, layouts, and set-ups necessary for the screened process.

5

The Contractor may use green, red, blue, and brown reverse‑screened process colors for background and non-reflective opaque black film or black screened process color for legend.  The coefficient of retroreflection for reverse‑screened process colors on white retroreflective sheeting shall not be less than 70 percent of the coefficient of retroreflection specified in ASTM Designation:  D4956.

6

The screened process colors and non-reflective opaque black film shall have the same outdoor weatherability as that of the retroreflective sheeting.

7

After curing, screened process colors shall withstand removal when tested by applying 3M Company Scotch Brand Cellophane Tape No. 600 or equivalent tape over the color and removing with one quick motion at 90(angle.

