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Use when applicable.

Edit as required.  Include SSP S8-M81 when applicable.

10‑1.__  PERMEABLE MATERIAL (BLANKET)

Permeable material blanket shall be constructed in conformance with the details shown on the plans and these special provisions.

2*.  Edit for class of permeable material.

Permeable material for permeable material blanket shall be Class _____ and shall conform to the provisions in Section 68‑1, "Underdrains," of the Standard Specifications, except for payment.

3

Filter fabric for use with permeable material blanket shall conform to the provisions for filter fabric for underdrain trenches in Section 88, "Engineering Fabrics," of the Standard Specifications and the following:

A.
The subgrade to receive the filter fabric, immediately prior to placing, shall conform to the compaction and elevation tolerance specified for the material involved.

B.
Filter fabric shall be handled and placed in conformance with the manufacturer's recommendations.

C.
The fabric shall be aligned and placed in a wrinkle-free manner.

D.
Adjacent borders of the fabric shall be overlapped from 300 mm to 450 mm or stitched.  The preceding roll shall overlap the following roll in the direction the material is being spread or shall be stitched.  When the fabric is joined by stitching, the fabric shall be stitched with yarn of a contrasting color.  The size and composition of the yarn shall be as recommended by the fabric manufacturer.  The stitches shall number 5 to 7 per 25 mm of seam.

E.
Within 24 hours after the filter fabric has been placed, the fabric shall be covered with the planned thickness of permeable material or aggregate subbase material as shown on the plans.

F.
During spreading and compaction of the permeable material and aggregate subbase material, a minimum of 150 mm of the material shall be maintained between the fabric and the Contractor's equipment.  Where embankment material is to be placed on the filter fabric, a minimum of 450 mm of embankment material shall be maintained between the fabric and the Contractor's equipment.  Equipment or vehicles shall not be operated or driven directly on the filter fabric.

Para 4 & 5: Edit item description to match the item used in the Engineer's Estimate.

4*

Permeable material (blanket) will be measured by the cubic meter.  Quantities of permeable material to be paid for as permeable material (blanket) will be determined from the dimensions shown on the plans or such other dimensions as may be ordered in writing by the Engineer.  Permeable material blanket constructed in excess of these dimensions will not be paid for.

5*

The contract price paid per cubic meter for permeable material (blanket) shall include full compensation for furnishing all labor, materials (including filter fabric), tools, equipment, and incidentals, and for doing all the work involved in constructing a permeable material (blanket) and placing filter fabric, complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

