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Add to SSP 72-200 when required.

1.  Use when there are no timber spacers or the size of panels between spacers is too large to be constructed without intermediate construction joints.

The location of construction joints shall be subject to the approval of the Engineer.  Placement of slope paving shall be scheduled so that the work, including placement, finishing, and application of curing, is completed in any section bounded by permissible construction joints on the same day that the work is started in that section.

2.  Paras 2, 3 & 4, edit or delete to suit the project.

Areas of slope paving shown on the plans to have a grooved finish shall be scored by dragging a finishing tool over the struck-off surface or by any other means which will result in a surface conforming to the details shown on the plans.

3

Prior to placing the permanent slope paving, the Contractor shall construct a test panel at least 1.2 m by 1.8 m at the site for approval by the Engineer.  The test panel shall be constructed of the same materials as are proposed for the permanent work and shall be finished and cured as specified for the permanent work.  Additional test panels shall be constructed as necessary until a panel is produced which conforms to the requirements herein, before constructing other slope paving.

4*.  Insert panel number and location of sample panels.

The color and texture of the finished slope paving shall conform to the sample panel identified as "Sample Panel No. _____."  Sample panels may be inspected at the offices of the District Director, _______________________________________________________________  ______________________________________________________________________________ _____________________________________, California, and at the Office of Structures Design, Specifications Section, 3rd Floor, 1801 30th Street, Sacramento, California.

