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Use for curb ramps as shown on the contract plans, that are existing, but need to have detectable warning surfaces installed.  Include Standard Plan Sheet A88A.

Use BEES item 731656 Curb Ramp Detectable Warning Surface

10-1.__CURB RAMP DETECTABLE WARNING SURFACE

GENERAL

Summary

1

This work includes installing detectable warning surface on the existing curb ramp as shown on the plans, and as specified in these special provisions.

MATERIALS

Curb ramp detectable warning surface

2

Curb ramp detectable warning surface must be:

1.
Yellow color complying with Federal Standard 595B, Color No. 33538

2.
Prefabricated

3.
Raised truncated domes

3

The manufacturer must provide a written 5-year warranty for detectable warning surfaces, guaranteeing replacement when there is defect in the dome shape, color fastness, sound-on-cane acoustic quality, resilience, or attachment.  The warranty period will begin upon acceptance of the contract.

CONSTRUCTION

4

Installation of curb ramp detectable warning surface must comply with the manufacturer's recommendations.

MEASUREMENT AND PAYMENT

5

Curb ramp detectable warning surface will be measured by the square meter for the actual curb ramp area covered.

6

The contract price paid per square meter for curb ramp detectable warning surface includes full compensation for furnishing all labor, materials, tools, equipment and incidentals for doing all work involved in installing detectable warning surface on existing curb ramp, complete in place, as shown on the plans, as specified in these special provisions, and as directed by the Engineer.

