73-100_A07-30-99

Page 2 of 2

 XE "73-100_A07-30-99" 
Page 1 of 2
Use when applicable.  Add to SSP 73-010.

Aggregate for minor concrete (textured paving) shall conform to the grading specified for fine aggregate in Section 90‑3.03, "Fine Aggregate Grading," of the Standard Specifications.  Aggregate for grout shall conform to the following grading:

Sieve Sizes
Percentage Passing

4.75‑mm
100

2.36‑mm
90 - 100

1.18‑mm
60 - 100

600‑µm
35 -  70

300‑µm
15 -  35

150‑µm
 2 -   15

2*.  Edit for location of color samples, for example, District Office, Division of Structure Design.

Samples of the colors specified for textured paving are available for review by prospective bidders at the office of the Department of Transportation _____________________.  Portland cement concrete closely conforming to the colors specified for textured paving are available through commercial concrete sources.

3

A sample of sufficient size, of each type and color of the textured paving, to demonstrate the textured paving, including color hardener, curing and finishing compounds, for both grouted and ungrouted finishes, shall be submitted to the Engineer for written approval.

4.  Include funds in the Engineer's Estimate under Supplemental Work for textured paving samples.

Textured paving shall not be placed on the project prior to approval by the Engineer of the samples prepared and submitted by the Contractor.  In the event more than one sample of each type and color of textured paving to be placed is required by the Engineer, each additional sample will be paid for as extra work as provided in Section 4‑1.03D of the Standard Specifications.

5

Welded wire fabric, of the size and type shown on the plans and conforming to the provisions in Section 52, "Reinforcement," of the Standard Specifications, shall be placed in the textured paving areas as shown on the plans.

6

Aggregate base shall be Class 2 and shall conform to the provisions in Section 26, "Aggregate Bases," of the Standard Specifications.

7

The respective pattern types and colors of concrete for textured paving shall be placed at the locations shown on the plans, struck off and compacted until a layer of mortar is brought to the surface.  The concrete shall be screeded to the required grade and cross section and floated to a uniform surface.

8

Floor color hardener shall be applied to the plastic surface of the concrete by the "dry-shake" method using a minimum of 30 kg of hardener per 10 m2.  Hardener shall be applied in 2 applications, shall be wood-floated after each application, and shall be trowelled only after the final floating.  The resultant color of the floor hardener shall closely conform to the colors specified on the plans for the respective areas.

9

The forming tools for the textured paving shall be applied to form the patterned surfaces while the concrete is still in the plastic stage of set.

10

Textured paving areas shall be cured by the curing compound method.  The curing compound shall be curing compound (6) conforming to the provisions in Section 90‑7.01B, "Curing Compound Method," of the Standard Specifications.

11

The textured paving shall be grouted in the sidewalk areas shown on the plans.  The grout shall be placed after initial curing of that portion of the textured paving.  The grout shall be spread over the textured concrete surface and consolidated by methods recommended by the grout manufacturer and approved by the Engineer.  Surplus grout shall be removed by a squeegee and damp burlap rag or by other approved methods before the curing seal is applied to the grouted areas.

12

Curing seal and other deleterious substances shall be removed from the impressions in the textured areas, to receive the grout, before the grout is placed.  Cleaning and removal methods shall not stain or discolor those portions of the textured paving to remain exposed after grouting.  Methods of cleaning the impressions in textured areas to be grouted shall be approved by the Engineer.

13.  Use when curb ramps (wheelchair ramps) are involved.  Edit Para 15 as required.

The textured pattern and grout of the textured paving in sidewalk areas shall continue through the curb ramps, except for the grooved areas and the detectable warning surface area, if any, of the curb ramps.

14

For payment purposes, the area in square meters of minor concrete (textured paving) will be determined from horizontal measurements of the finished textured paving.

15.  Edit as required for the work involved.

The contract price paid per square meter for minor concrete (textured paving) shall include full compensation for furnishing all labor, materials (including welded wire fabric, where required, and aggregate base), tools, equipment, and incidentals, and for doing all the work involved in constructing textured paving, including grouted areas, complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

