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Include this SSP for Thrie Beam Barrier including reconstructing or adjusting thrie beam barrier to grade.

10‑1.__  THRIE BEAM BARRIER

Thrie beam barrier shall conform to the provisions in Section 83‑2, "Barriers," of the Standard Specifications and these special provisions.

2.  Use when public traffic is involved.  Include SSP 05-150.

Attention is directed to "Order of Work" of these special provisions.

3.  Use when project is located within 0.8‑km of coast.

Rail elements, terminal sections, terminal connectors, and return caps shall conform to the requirements of Type 2 thrie beam guard railing as shown in AASHTO Designation:  M 180.

4.  Use when thrie beam barrier is to be constructed on bridge.

Single or double thrie beam barrier on bridges will be paid for at the contract price per meter for single or double thrie beam barrier (bridge).  The division point for computing the length for payment of single or double thrie beam barrier (bridge) and single or double thrie beam barrier shall be the face of the paving notch of the bridge.

Use Paras 5 and 6 when there is existing median planting.  Edit when existing plants are not Oleanders.

5

Existing Oleanders shall be trimmed as directed by the Engineer to clear the work area.  Trimmings shall be disposed of as provided in Section 7‑1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.

6

Full compensation for trimming existing plants and disposing of the trimmings shall be considered as included in the contract price paid per meter for thrie beam barrier and no separate payment will be made therefor.

