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Use for all Section 86 work requiring standards, steel pedestals, or posts.  

Include SSP S8‑W04, S8‑W05, S8‑W06, and applicable portions of SSP 55‑500 for bolted connections and welding.

When non-standard support structures are shown on the plans, check that the designer has identified the location of the longitudinal seam on the dead load compression side of tubular members.

10‑3.__  STANDARDS, STEEL PEDESTALS, AND POSTS

Standards, steel pedestals, and posts for traffic signal and lighting standards shall conform to the provisions in Section 86‑2.04, "Standards, Steel Pedestals and Posts," of the Standard Specifications, "Steel Structures" of these special provisions, and the following requirements.

2
Steel bolts not designated on the plans as high-strength (HS) or stainless steel shall be for general applications and shall conform to the requirements in ASTM Designation:  A 307.

3

Where the plans refer to the side tenon detail at the end of the signal mast arm, the applicable tip tenon detail may be substituted.

4

The sign mounting hardware shall be installed at the locations shown on the plans.

5.  Use when mast arm mounted signs are not provided under "Roadside Signs."

The sign panels will be State-furnished in conformance with the provisions in "Materials" of these special provisions.

6.  Use where 2-sided non-illuminated street name signs are to be used.

Mast arm mounted street name signs shall be installed on signal mast arms at the locations shown on the plans.  The street name signs and mounting hardware (except straps, seals, and saddle brackets) will be State-furnished in conformance with the provisions in "Materials" of these special provisions.  The State-furnished hanger assembly will be similar to that shown for internally illuminated street name signs.  The mounting hardware and sign shall be assembled.  The assembly shall be attached to the mast arm using a 19 mm x 0.53 mm stainless steel strap in a manner similar to the strap and saddle bracket method shown on the plans.  The band shall be wrapped at least twice around the mast arm, tightened, and secured with a stainless strap seal in the same manner shown for strap and saddle bracket sign mounting.  Straps, seals, and saddle brackets shall be furnished by the Contractor.  The sign panel shall be leveled and hardware securely tightened.

7

Handhole reinforcement rings for standards, steel pedestals, and posts shall be continuous around the handholes.
8.  Use when Type 1 signal standards are in the project.

Type 1 standards shall be assembled and set with the handhole on the downstream side of the pole in relation to traffic or as shown on the plans.

9.  Delete when the contract calls for tubular signal and lighting support structures to be painted.

All ferrous metal parts of tubular sign structures shall be galvanized and shall not be painted.

