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Add the applicable sections as required to cover irrigation work.

When conduit is to be installed, include Standard Plan A20A for Type A pavement marker.

1.  Use when no irrigation work is to be performed and delete remainder of SSP.

10‑2.05  (BLANK)

2.  Use when irrigation work is to be performed.

10‑2.05  IRRIGATION SYSTEMS

Irrigation systems shall be furnished and installed in conformance with the provisions in Section 20‑5, "Irrigation Systems," of the Standard Specifications, except materials containing asbestos fibers shall not be used.

3.  Use Para 3 and include SSP 08-020 when there are underground utilities on the project.  High Risk facilities must be located on the plans as specified in the High Risk Policy before a project can be advertised.

Attention is directed to the provisions in "Obstructions" of these special provisions, regarding work over or adjacent to existing underground facilities.  Excavation for proposed irrigation facilities shall not be started until the existing underground facilities have been located.

4.  Do not delete this Para.

Method A pressure testing shall conform to the provisions in Section 20‑5.03H(1), "Method A", of the Standard Specifications, except leaks that develop in the tested portion of the system shall be located and repaired after each test period when a drop of more than 35 kPa is indicated by the pressure gage.  After the leaks have been repaired, the one hour pressure test shall be repeated and additional repairs made until the drop in pressure is 35 kPa or less.

5.  Use in District 5 projects.  May be used in other districts, otherwise delete.

Pipe supply lines shall be pressure tested in conformance with the provisions in Section 20‑5.03H, "Pressure Testing," of the Standard Specifications, except the pipe (supply line) on the discharge side of the control valve shall be tested by Method B as specified in Section 20‑5.03H(2), "Method B," of the Standard Specifications.

6.  Use when water for irrigation is to be supplied from more than one service point.

Only pipeline trenches and excavation pits for supply lines being supplied from one water service point shall be open at one time.  After pressure testing is complete, trenches and pits excavated for pipe supply lines, being supplied from one water service point, shall be backfilled prior to commencing excavations for pipe supply lines being supplied from another water service point.

