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Use when SSP 39-050 is used and the project includes open graded asphalt concrete.

Add applicable 39-XXX SSPs that apply to spreading, compacting, and finishing open graded asphalt concrete.  Edit appropriately to apply specifically to open graded asphalt concrete.

10‑1.__  OPEN GRADED ASPHALT CONCRETE

Open graded asphalt concrete shall conform to the provisions in Section 39, "Asphalt Concrete," of the Standard Specifications and these special provisions.  Section 11‑1, "Quality Control / Quality Assurance," of these special provisions shall not apply to open graded asphalt concrete.

2*.  Use when asphalt binder is specified by PBA Grade and include SSP S8‑M20.  Include the type of asphalt concrete and grade of binder.

The grade of asphalt binder to be mixed with aggregate for ____ open graded asphalt concrete shall be PBA Grade ____ and shall conform to the provisions in "Asphalt" in Section 8, "Materials," of these special provisions.

3*.  Use when aggregate grading for open graded asphalt concrete differs from Standard Specifications.  Include the aggregate grading.  Specify aggregate grading in contract item only if more than one grading to be used and paid for separately on the project.

The aggregate for open graded asphalt concrete shall conform to the _________________ grading specified in Section 39‑2.02, "Aggregate," of the Standard Specifications.

4.  Include when PBA Grade 6 binder is specified for open graded asphalt concrete and there is a need to lower minimum placement temperature requirement.

Open graded asphalt concrete with PBA Grade 6 asphalt binder shall be placed only when the atmospheric temperature is above 10˚C and where placement is on bridges or other structures, when the surface temperature of the bridge or structure is above 10˚C.

5.  Include when only paving asphalt is to be used as paint binder and include a contract item for paving asphalt (paint binder).  Delete when asphaltic emulsion is included as an option for paint binder.

Paint binder (tack coat) shall be paving asphalt conforming to the provisions in Section 39‑8.02 of Section 11‑1, "Quality Control / Quality Assurance," of these special provisions, and Section 92, "Asphalts," of the Standard Specifications.  The grade of paving asphalt to be used as paint binder (tack coat) will be determined by the Engineer.

6.  Delete when Para 5 is used.

Paint binder (tack coat) shall be, at the option of the Contractor, either slow‑setting asphaltic emulsion, rapid‑setting asphaltic emulsion, or paving asphalt.  Slow‑setting asphaltic emulsion and rapid‑setting asphaltic emulsion shall conform to the provisions in Section 39‑8.02 of Section 11‑1, "Quality Control / Quality Assurance," of these special provisions, and the provisions in Section 94, "Asphaltic Emulsions," of the Standard Specifications.  When paving asphalt is used for paint binder (tack coat) the grade will be determined by the Engineer.  Paving asphalt shall conform to the provisions in Section 39‑8.02 of Section 11‑1, "Quality Control / Quality Assurance," of these special provisions, and the provisions in Section 92, "Asphalts," of the Standard Specifications.
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Paint binder (tack coat) shall be applied to surfaces to be paved, except when eliminated by the Engineer.  Paint binder (tack coat) shall be applied in the liter per square meter range limits specified for the surfaces to receive asphalt concrete in the tables below.  The exact application rate within the range will be determined by the Engineer.

8.  Include when asphaltic emulsion is an option for paint binder.  Delete when only paving asphalt is specified for paint binder (tack coat)

Application Rates for Asphaltic Emulsion Paint Binder (Tack Coat) on Open Graded Asphalt Concrete

Type of surface to receive

paint binder (tack coat)
Slow‑Setting Asphaltic Emulsion

L/m2(Note A)
Rapid‑Setting Asphaltic Emulsion

L/m2(Note B)

Dense, compact surfaces,

between layers
0.25 – 0.50 
0.10 – 0.25

Open, textured or dry,

aged surfaces
0.53 – 1.10
0.25 – 0.55

Note A:  Slow-setting asphaltic emulsion is asphaltic emulsion diluted with additional water.  Water shall be added and mixed with the asphaltic emulsion (containing up to 43 percent water) so the resulting mixture contains one part asphaltic emulsion and not more than one part added water.  The water shall be added by the emulsion producer or at a facility that has the capability to mix or agitate the combined blend.

Note B:  Undiluted rapid-setting asphaltic emulsion.

9.  Include when paving asphalt is an option or specified as paint binder.

Application Rates for Paint Binder (Tack Coat) for

 Open Graded Asphalt Concrete

Type of surface to receive paint binder (tack coat)
Paving Asphalt

L/m2

Dense, compact surfaces and between layers
0.05 – 0.15

Open, textured or dry, aged surfaces
0.15 – 0.30‑L/m2

