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Use in ALL projects except when no information or data for the project is available or required for the bidders to accurately bid the project.  (To be inserted by the Districts).

5-1_ PROJECT INFORMATION

The data and information referred to below has been developed specifically for this project and is made available for the bidders' and contractors' information.  Other information is referenced in the Standard Specifications and these special provisions that does not appear in this section.  The data and information is subject to the conditions and limitations set forth in Section 2‑1.03, "Examination of Plans, Specifications, Contract, and Site of Work," and Section 6‑2, "Local Materials," of the Standard Specifications.  Bidders and contractors may request data and information in conformance with the procedures available at the office of the district in which the work is situated and the Transportation Laboratory.  Bidders and contractors shall be responsible for knowing the procedures for obtaining data and information.

2.  Add the data and information that are attached to the Project Plans (e.g., log of test borings).  Create a new subparagraph for each item listed.

Data and information attached with the project plans are:

A.
_______________________.

3.  Add the data and information for the project that are to be made available as handouts to prospective bidders (such as water source information, Materials Information, copies of permits, foundation recommendation reports, geotechnical reports, etc.) as described under "Information Handout" in RTL Guide.  Only 216 x 279  mm, single sided, black and white handouts may be included.  For each project, the Information Handout may be limited to approximately 100 sheets total or a maximum 25 mm thick.  Otherwise, handouts may be made available in the district or provided on CD media.  E-files provided on CD media should be in “read only” .PDF format; design e-files such as those in .DGN or .DTM format should not be made available. Create a new subparagraph for each item listed.

Data and information included in the Information Handout provided to the bidders and contractors are:

A.
_______________________.

4.  Add the data and information that are available for inspection at the district office for which the work is situated (e.g. cross sections, see Cross Section Guidance).  Create a new subparagraph for each item listed.

Data and information available for inspection, upon written request, at the district office are as follows:

A. _______________________.

5.  Provide the street address of the district office.  Provide mailing address, and if known, the office contact where the written request is to be sent.  Create a new subparagraph for each item listed.

The district office in which the work is situated is located at _______________________.  The mailing address for that office is: _________________________________________________, Attention: _________________________.
6.  Add the data and information that are available for inspection at the Transportation Laboratory (e.g. rock cores).  Create a new subparagraph for each item listed.

Data and information available for inspection, upon written request, at the Transportation Laboratory are:

A.
_______________________.

7.  Use when bridge as-built plans are available.  Provide the fax number, and if known, the office contact of the district office.

Plans of the existing bridges may be requested and provided by fax from the office of the district in which the work is situated.  The fax number is: _______________________, Attention: _________________________.
8

Plans of the existing bridges available to bidders and contractors are reproductions of the original contract plans with significant changes noted and working drawings and do not necessarily show normal construction tolerances and variances.  Where dimensions of new construction required by this contract are dependent on the dimensions of the existing bridges, the Contractor shall verify the controlling field dimensions and shall be responsible for adjusting dimensions of the work to fit existing conditions.

