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Use with 2004 Standard Plan A40B.

Use when rumble strips are to be constructed by grinding indentations in new or existing asphalt concrete surfacing.  Variations in width and location of rumble strips require approval from the Traffic Safety Research Branch.

Use Contract Item Code:  394054 Shoulder Rumble Strip (Asphalt Concrete, Ground-in Indentations)

10‑1.__  SHOULDER RUMBLE STRIP (ASPHALT CONCRETE, GROUND-IN INDENTATIONS)

This work shall consist of constructing shoulder rumble strips by grinding indentations in new or existing asphalt concrete surfacing as shown on the plans and as specified in these special provisions.

2

The method and equipment for constructing ground-in indentations shall be selected by the Contractor.

3

Shoulder Rumble strips shall not be constructed on structures or approach slabs.

4

Rumble strips shall be constructed within 50 mm of the required alignment.  The grinding equipment shall be equipped with a sighting device that will enable the operator to maintain the alignment of the rumble strip.

5

Indentations shall not vary from the dimensions shown on the plans by more than 1.5 mm in depth or 10 percent in length and width.

6

Finished shoulder rumble strips not meeting the specified tolerances shall be brought within tolerance by either abrasive grinding, or removal and replacement.  The corrective method will be selected by the Engineer.  Ground surface areas shall be neat and uniform in appearance.  The corrective work shall be at the Contractor's expense.

7

Residue shall be removed from the roadbed by use of vacuum equipment.  Residue from the removal operations shall not flow across the pavement nor flow into gutters or other drainage facilities.  Residue shall be removed from pavement surfaces before the residue is dispersed by action of traffic or wind.

8

All removed material shall be disposed of in conformance with the provisions in Section 7‑1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.

9

Fog seal coat, in conformance with the provisions in Section 37‑1, "Seal Coats," of the Standard Specifications, shall be applied to the areas ground.

10

Shoulder rumble strip (asphalt concrete, ground-in indentations) will be measured by the station along each shoulder on which the rumble strip is constructed, without deductions for gaps between the indentations.

11

The contract price paid per station for shoulder rumble strip (asphalt concrete, ground-in indentations) shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in constructing shoulder rumble strip (asphalt concrete, ground-in indentations), complete in place, including furnishing and applying fog seal coat to the actual ground areas, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

