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USE WITH 2004 STANDARD PLANS ONLY.

Use for installing sign panel on existing frame.

Include SSP 56-870 when the sign panel is furnished by the Contractor.

10‑1.__  INSTALL SIGN PANEL ON EXISTING FRAME

Sign panels shall be installed on existing frames at the locations shown on the plans or where designated by the Engineer and in conformance with the provisions in Section 56‑1.06, "Sign Panels and Fastening Hardware," of the Standard Specifications and these special provisions.

2.  Use when sign panels are contractor-furnished.

The Contractor shall furnish sign panels, including blind rivets and closure inserts, in conformance with the provisions in "Furnish Sign" of these Special Provisions.

3.  Show on plans when existing sign panels are to be salvaged or disposed of.

Existing sign panels, as shown on the plans, shall be removed and salvaged or removed and disposed of as provided in Section 15, "Existing Highway Facilities," of the Standard Specifications.

4.

Installing sign panels on existing frames will be measured by the square meter and the quantity to be paid for will be the total area, in square meters, of sign panels installed in place.

5.  Delete "State-furnished" when Para 2 is used.  Edit as needed for salvaging or disposing of existing sign panels if not both apply.

The contract price paid per square meter for install sign panel on existing frame shall include full compensation for furnishing all labor, materials (except State-furnished sign panels and mounting bolts), tools, equipment, and incidentals, and for doing all the work involved in installing sign panels on existing frames, complete in place (including removing, salvaging, and disposing of existing sign panels), as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

