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Use with 2004 Standard Plan A20D.
Use when recessed thermoplastic traffic stripes is required for projects where routine snow plowing will be performed.

10‑1.__  THERMOPLASTIC TRAFFIC STRIPE (RECESSED)
Thermoplastic traffic stripe (recessed) shall be applied in conformance with the provisions in Section 84, "Traffic Stripes and Pavement Markings," of the Standard Specifications and these special provisions.

2

Thermoplastic material shall be free of lead and chromium, and shall conform to the requirements in either State Specification PTH‑02ALKYD or PTH‑02HYDRO.

3

Packages of thermoplastic material shall be clearly labeled with "For Recessed Application."

4

Retroreflectivity of the thermoplastic traffic stripes (recessed) shall conform to the requirements in ASTM Designation: D 6359‑99.  White thermoplastic traffic stripes (recessed) shall have a minimum initial retroreflectivity of 250 mcd(m‑2(lx‑1.  Yellow thermoplastic traffic stripes (recessed) shall have a minimum initial retroreflectivity of 175 mcd(m‑2(lx‑1.

5.  Use when removal of existing traffic stripes is required.  Include SSP 15‑300.  Otherwise, delete Para 5.

Existing traffic stripes shall be removed in conformance with the provisions in "Remove Traffic Stripe and Pavement Marking" of these special provisions.

6

Recesses shall be constructed in the pavement using power‑operated, mechanical equipment capable of grinding the pavement without damage to the surfacing to remain in place.  The method of recess construction shall be selected by the Contractor.  Recesses for double traffic stripes shall be constructed in a single pass.
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Residue produced from recess construction shall be removed from the roadbed by use of vacuum equipment attached to the recess equipment.  Residue from removal operations shall not be permitted to flow across the pavement nor to flow into gutters or other drainage facilities.  Residue shall be removed from pavement surfaces concurrently with the recess construction process and before the residue is blown by action of traffic or wind.

8
The removed residue shall be disposed of in conformance with Section 7‑1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.
9

Thermoplastic traffic stripe shall be applied before the end of the same work shift when the recesses are constructed.  Recesses shall be dry and free of debris.  A primer shall be applied to the recesses in conformance with the provisions in Section 84‑2.04, "Application," of the Standard Specifications before the application of thermoplastic material.
10

Recesses shall not be constructed on existing structures.

11

Thermoplastic traffic stripes (recessed) shall be free of runs, bubbles, craters, drag marks, stretch marks, and debris.

12

Thermoplastic traffic stripe (recessed) will be measured in the same manner specified for thermoplastic traffic stripe in Section 84‑2, "Thermoplastic Traffic Stripes and Pavement Markings," of the Standard Specifications.

13

The contract price paid per meter for thermoplastic traffic stripe (recessed) of the widths and patterns designated in the Engineer's Estimate shall include full compensation for furnishing all labor, materials, tools, equipment and incidentals, and for doing all the work involved in applying thermoplastic traffic stripes (recessed), complete in place, including establishing alignment for stripes and layout work, construction of the recesses, removing and disposing the residue from recess construction, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

