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USE WITH 2004 STANDARD PLANS ONLY.

Use in projects with State-furnished materials.  Delete materials that will be furnished by the Contractor.

8‑1.__  STATE-FURNISHED MATERIALS

Attention is directed to Section 6‑1.02, "State-Furnished Materials," of the Standard Specifications and these special provisions.

2*.  Edit as appropriate.  Delete Paras that are not applicable and when materials are furnished by the Contractor.  Realphabetize remaining Paras after editing.

The following materials will be furnished to the Contractor:

A.
Sign panels for roadside signs and overhead sign structures.

B.
Sign overlay panels for roadside signs and overhead sign structures.

C.
Mast arm sign hanger assemblies

2D.  Use when project includes laminated wood box post signs.

D.
Laminated wood box posts with metal caps for roadside signs.

E.
Hardware for mounting sign panels as follows:

1.
Aluminum closure inserts for multiple panel laminated signs.

2.
A‑1 and A‑2 mounting hardware for mounting laminated sign panels on overhead sign structures.

3.
A‑3 mounting hardware for mounting overhead formed panels.

F.
Padlocks for backflow preventer assembly enclosures, walk gates, and irrigation controller enclosure cabinets.

G.
Disks for survey monuments.

H.
Marker panels, including reflectors, for Type N, Type P, and Type R object markers.

I.
Lamps for vehicular traffic signal units, Type A pedestrian signals, flashing beacon units, and sign lighting fixtures.

J.
Magnetic detector amplifiers and magnetic sensing elements.

K.
Loop detector unit sensors.

2L*.  Edit as applicable.

L.
Model 170 controller    assembly    assemblies, including controller unit, completely wired controller cabinet, and inductive loop detector sensor units.

M.
Modems

N.
Asphaltic concrete sealant for inductive detector loop installations.

O.
Self-adhesive reflective numbers and edge sealer for numbering electrical equipment.

P.
Individual or axle type scales for materials hauling equipment on bridges.

Q.
Reclaimed water warning signs.

3*.  Use when controller assemblies are State-furnished.

Completely wired controller cabinets, with auxiliary equipment but without controller unit, will be furnished to the Contractor at __________________________.

4*.  Use when changeable message signs are State-furnished.

Model 500 changeable message sign, wiring harness, and controller assembly, including the controller unit and completely wired cabinet, will be furnished to the Contractor at __________.

5*.  Use if the Contractor is to pick up state-furnished sign panels and overlay panels  from the District Warehouse.

Sign panels and overlay panels will be furnished to the Contractor at the District Warehouse located at ___________________________.
6*.  Use when Para 3, Para 4 or Para 5 is used and the Contractor is to pick up material from the District.  If Para 5 is not used, delete the last sentence and "the District Warehouse Manager, Telephone ___‑___‑____ and" in the first sentence.

The Contractor shall notify the District Warehouse Manager, Telephone ___‑___‑____ and the Engineer not less than 48 hours before State-furnished material is to be picked up by the Contractor.  A full description of the material and the time the material will be picked up shall be provided.  The number, type, and size of the sign panels, and the contract number shall also be provided to the District Warehouse Manager.

Use Paras 7 & 8 when recycled material is to be used.

7*.  Specify only one location.

The following recycled material will be available to the Contractor at the District Recycle Center at ___________________________:

A.
______________________________________

B.
______________________________________

C.
______________________________________

D.
______________________________________

E.
______________________________________

F.
______________________________________

8*

The Contractor shall notify the Engineer and the District Recycle Coordinator, phone ___‑___‑____ not less than 48 hours before recycled material is to be picked up, giving the District Recycle Coordinator a full description of the material, the time the material will be picked up, and the Contract No. of this project.

