 XE "20-505_A05-24-05" 
Page 1 of 1
Add to SSP 20‑500.

Include Standard Plan H4.

Indicate plants that require foliage protectors by showing "Foliage Protector" in the "Remarks" column of the Plant List.

FOLIAGE PROTECTOR

Foliage protectors shall be installed in conformance with the details shown on the plans, the provisions in Section 20‑2.13A, "Foliage Protector," and Section 20‑4, "Highway Planting," of the Standard Specifications and these special provisions.
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Each foliage protector shall be held in place with two round stakes at least 50‑mm nominal diameter or square stakes at least 50 mm x 50 mm in cross sectional dimensions.  Stakes shall be made of wood and at least 1.5 m in length.  Support stakes shall be installed vertically, embedded in the soil, and fastened to the wire cylinder at 150‑mm maximum centers.  Wire cylinder shall be snug against stakes yet loose enough to be raised for application of pesticides or to perform weeding within the plant basin.

3

Steel stakes shall not be used.

4.  Use when payment for foliage protectors is to be included in the cost of the plants involved.  The contract price paid per unit for Foliage Protectors is in the Standard Specifications.

Full compensation for foliage protectors shall be considered as included in the contract unit prices paid for the various plants involved and no additional compensation will be allowed therefor.

