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For use on divided highways.  Add to SSP 12‑010.

1.  Use when personal vehicles of the Contractor's employees may be parked at various locations except on the traveled way or shoulders.  Delete Paras 2 and 3 when Para 1 is used.

Personal vehicles of the Contractor's employees shall not be parked on the traveled way or shoulders including any section closed to public traffic.

2*.  Use when personal vehicles of the Contractor's employees may be parked within the right of way but only within certain limits.  Delete Paras 1 and 3 when Para 2 is used.

Personal vehicles of the Contractor's employees shall not be parked within the right of way except between _______________ and _______________.

3*.  Use when personal vehicles of the Contractor's employees may be parked within the right of way but only at a designated area.  Delete Paras 1 and 2 when Para 3 is used.

Personal vehicles of the Contractor's employees shall not be parked within the right of way except in the area ____________________.

4.  Use in urban areas where local agencies regulate traffic.

The Contractor shall notify local authorities of the Contractor's intent to begin work at least 5 days before work is begun.  The Contractor shall cooperate with local authorities relative to handling traffic through the area and shall make arrangements relative to keeping the working area clear of parked vehicles.

5.  Use either Para 5 or 6.  Use Para 5 when Standard Plan T‑10 is included and delete Para 6.

Whenever work vehicles or equipment are parked on the shoulder within 1.8 m of a traffic lane, the shoulder area shall be closed as shown on the plans.

6.  Use when Standard Plan T‑10 is not included and delete Para 5.

Whenever work vehicles or equipment are parked on the shoulder within 1.8 m of a traffic lane, the shoulder area shall be closed with fluorescent orange traffic cones or portable delineators placed on a taper in advance of the parked vehicles or equipment and along the edge of the pavement at 7.5‑meter intervals to a point not less than 7.5 m past the last vehicle or piece of equipment.  A minimum of 9 traffic cones or portable delineators shall be used for the taper.  A W20‑1 (ROAD WORK AHEAD) or W21‑5b (RIGHT/LEFT SHOULDER CLOSED AHEAD) or C24(CA) (SHOULDER WORK AHEAD) sign shall be mounted on a portable sign stand with flags.  The sign shall be placed where designated by the Engineer.  The sign shall be a minimum of 1200 mm x 1200 mm in size.  The Contractor shall immediately restore to the original position and location a traffic cone or delineator that is displaced or overturned, during the progress of work.

7.  Use when lane closure charts are included; otherwise delete.  Delete Para 9 when Para 7 is used.

Lanes shall be closed only during the hours shown on the charts included in this section "Maintaining Traffic."  Except work required under Sections 7‑1.08 and 7‑1.09, work that interferes with public traffic shall be performed only during the hours shown for lane closures.

8*.  Enter dates of special days when no traffic restrictions are allowed, otherwise delete.  When Para 7 is used, this para may be added as remarks on the lane closure charts and deleted from this SSP.

No lane closures, shoulder closures, or other traffic restrictions will be allowed on the following day(s):____________________.
9.  Use when lane closure charts are not included and there are time restrictions for closing lanes.  Delete Para 7 when Para 9 is used.

The full width of the traveled way shall be open for use by public traffic on Saturdays, Sundays and designated legal holidays; after 3:00 p.m. on Fridays and the day preceding designated legal holidays; and when construction operations are not actively in progress.

10.  Use when Para 7 or 9 is included.  Edit for holidays that do not generate heavy traffic through project.

Designated legal holidays are:  January 1st, the third Monday in February, the last Monday in May, July 4th, the first Monday in September, November 11th, Thanksgiving Day, and December 25th.  When a designated legal holiday falls on a Sunday, the following Monday shall be a designated legal holiday.  When November 11th falls on a Saturday, the preceding Friday shall be a designated legal holiday.

11.  Use only when there are time restrictions on the Contractor's operations.

Minor deviations from the requirements of this section concerning hours of work which do not significantly change the cost of the work may be permitted upon the written request of the Contractor, if in the opinion of the Engineer, public traffic will be better served and the work expedited.  These deviations shall not be adopted by the Contractor until the Engineer has approved the deviations in writing.  All other modifications will be made by contract change order.

