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Use for all projects with Class 4 Aggregate Subbase.

10‑1.__  AGGREGATE SUBBASE

Aggregate subbase shall be Class 4 and shall conform to the provisions in Section 25, "Aggregate Subbases," of the Standard Specifications and these special provisions.
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The restriction that the amount of reclaimed material included in Class 4 aggregate subbase not exceed 50 percent of the total volume of the aggregate used shall not apply.  Aggregate for Class 4 aggregate subbase may include reclaimed glass.  Aggregate subbase incorporating reclaimed glass shall not be placed at locations where surfacing will not be placed over the aggregate subbase.

Paras 3, 4 & 6: Specify grading, quality requirements and optional class, respectively.
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The percentage composition by mass of Class 4 aggregate subbase shall conform to the following grading requirements:

Grading Requirements (Percentage Passing)

Sieve Sizes
Operating Range
Contract Compliance

______
______
______

______
______
______

______
______
______

4.75‑mm
______
______

75‑µm
______
______
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Class 4 aggregate subbase shall also conform to the following quality requirements: 

Quality Requirements

Test
Operating Range
Contract Compliance

Sand Equivalent
______ Min.
______ Min.

Resistance (R-value)
 ----
______ Min.
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The provisions of the last 4 paragraphs in Section 25‑1.02A, "Class 1, Class 2, and Class 3 Aggregate Subbases," of the Standard Specifications shall apply to Class 4 aggregate subbase.

6*.  Enter Class 1, Class 2 or Class 3.

At the option of the Contractor, Class ___ aggregate subbase conforming to the grading and quality requirements in Section 25‑1.02A, may be used in place of Class 4 aggregate subbase.  The restriction that the amount of reclaimed material included in Class __ aggregate subbase not exceed 50 percent of the total volume of the aggregate used shall not apply.  Aggregate for Class __ aggregate subbase may include reclaimed glass.  Aggregate subbase incorporating reclaimed glass shall not be placed at locations where surfacing will not be placed over the aggregate subbase.  Once a class of aggregate subbase is selected, the class shall not be changed without written approval of the Engineer. 
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Regardless of the class of aggregate subbase supplied under the provisions of this section, payment for all aggregate subbase will be made as Class 4 aggregate subbase.

