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Use when both Class 2 & Class 3 aggregate bases are required.

10‑1.__  AGGREGATE BASE

Aggregate bases shall be Class 2 and Class 3 and shall conform to the provisions in Section 26, "Aggregate Bases," of the Standard Specifications and these special provisions.

2

The restriction that the amount of reclaimed material included in Class 2 and Class 3 aggregate base not exceed 50 percent of the total volume of the aggregate used shall not apply.  Aggregate for Class 2 and Class 3 aggregate base may include reclaimed glass.  Aggregate base incorporating reclaimed glass shall not be placed at locations where surfacing will not be placed over the aggregate base.

3

At the option of the Contractor, the aggregate for Class 3 aggregate base shall conform to either the 37.5‑mm maximum or the 19‑mm maximum grading.

4

Aggregate for Class 3 aggregate base shall be clean and free from organic matter and other deleterious substances and shall conform to the following grading and quality requirements:

Grading Requirements (Percentage Passing )


37.5‑mm Maximum
19‑mm Maximum

Sieve Sizes
Operating Range
Contract Compliance
Operating Range
Contract Compliance

50‑mm
100
100
-------
-------

37.5‑mm
90 - 100
87 - 100
-------
-------

25‑mm
-------
-------
100
100

19‑mm
50 - 90
45 - 95
90 - 100
87 - 100

4.75‑mm
25 - 60
20 - 65
40 - 70
35 - 75 

600‑µm
10 - 35
6 - 39
12 - 40
7 - 45 

75‑µm
3 - 15
0 - 19 
3 - 15
0 - 19 

Quality Requirements

Tests
Operating Range
Contract Compliance

Sand Equivalent
21 Min.
18 Min.

Resistance (R‑value)
---------
50 Min.

5.  Use when durability index is a requirement.

The provisions of the third paragraph in Section 26‑1.02A, "Class 2 Aggregate Base," of the Standard Specifications shall apply to Class 3 aggregate base.

6

The requirements of the last 4 paragraphs in Section 26‑1.02A of the Standard Specifications shall apply to Class 3 aggregate base.

7*

The 150‑mm maximum compacted thickness requirement for spreading and compacting aggregate bases as provided in Section 26‑1.04, "Spreading," of the Standard Specifications is increased to ___‑mm maximum compacted thickness.

8.  Use when theoretical volume CTB is placed over theoretical volume Class 3 AB.

The surface of the finished Class 3 aggregate base shall not project above the grade established by the Engineer at any point.  At locations where the planned thickness of Class 3 aggregate base, less allowable tolerance, is not obtained and is not compensated for by an equivalent thickness of cement treated base, the Contractor shall take corrective measures as are necessary to obtain the thickness.  If requested by the Contractor and permitted by the Engineer, a deduction will be made from contract payment for Class 3 aggregate base in lieu of correcting the deficient thickness.  The deduction will be computed as the product of (a) the deficient thickness less allowable tolerance; (b) the planned width; and (c) the longitudinal distance between locations showing specified thickness, all as determined by the Engineer, multiplied by a fixed price of $22.25 per cubic meter or the contract bid price, whichever is higher.

