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USE WITH 2004 STANDARD PLANS ONLY.

Use for both state‑ and contractor‑furnished roadside signs.  Include SSP 56‑800, SSP 56‑810, SSP 56‑820, SSP 56‑830 and SSP 56‑880 when roadside signs are furnished by the Contractor.

Include SSP 56‑840, SSP 56‑860 and SSP 56‑870 as needed when roadside signs are furnished by the Contractor.

10‑1.__  ROADSIDE SIGNS

Roadside signs shall be furnished and installed at the locations shown on the plans or where designated by the Engineer and in conformance with the provisions in Section 56‑2, "Roadside Signs," of the Standard Specifications and these special provisions.

2.  Use when sign panels are contractor‑furnished.

The Contractor shall furnish roadside sign panels in conformance with the provisions in "Furnish Sign" of these special provisions.

3

Wood posts shall be pressure treated after fabrication in conformance with the provisions in Section 58, "Preservative Treatment of Lumber, Timber and Piling," of the Standard Specifications and AWPA Use Category System:  UC4A, Commodity Specification A or B.
4*.  Use when object marker panels are mounted on the same post as a roadside sign.  Edit as required.

Type N, Type P, and Type R marker panels mounted on a post with a roadside sign shall be considered to be sign panels and will not be paid for as markers.

