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Use when SSP 39-050 is used.

10‑1.__  ASPHALT CONCRETE (MISCELLANEOUS AREAS)

Surfacing of miscellaneous areas with asphalt concrete shall conform to the provisions for miscellaneous areas in Section 39, "Asphalt Concrete," of the Standard Specifications and these special provisions.
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Asphalt concrete placed in miscellaneous areas may be produced in conformance with the requirements for asphalt concrete placed on the traveled way in Section 11‑1, "Quality Control / Quality Assurance," of these special provisions.

3*.  Insert the grade of asphalt binder (e.g., Grade PG XX-XX).

The grade of asphalt binder to be mixed with aggregate for asphalt concrete (miscellaneous areas) shall be Grade ___ conforming to the provisions in Section 92, "Asphalts," of the Standard Specifications.

4.  Use when asphalt concrete is to be placed in dikes, gutters, gutter flares, overside drains, and aprons at the ends of drainage structures.

The amount of asphalt binder used in asphalt concrete placed in dikes, gutters, gutter flares, overside drains, and aprons at the ends of drainage structures shall be increased one percent by mass of the aggregate over the amount of asphalt binder determined for use in asphalt concrete placed on the traveled way.

Paras 5 thru 8, use one or more of these miscellaneous clauses when required.
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Aggregate for asphalt concrete dikes shall conform to the 9.5‑mm maximum grading specified in Section 39‑2.02, "Aggregate," of the Standard Specifications.

6*

In median areas adjacent to slotted median drains, each layer of asphalt concrete shall not exceed ___-mm, maximum compacted thickness.

7.  Use when asphalt concrete (miscellaneous area) locations to be paid for as place asphalt concrete (miscellaneous area) are designated on the plans.  Delete Para 8 when Para 7 is used.

The miscellaneous areas to be paid for at the contract price per square meter for place asphalt concrete (miscellaneous area) in addition to the prices paid for the materials involved shall be limited to the areas listed on the plans.

8*.  Use when asphalt concrete (miscellaneous area) locations to be paid for as place asphalt concrete (miscellaneous area) are designated in the special provisions.  Edit as required.  Delete Para 7 when Para 8 is used.

The miscellaneous areas to be paid for at the contract price per square meter for place asphalt concrete (miscellaneous area) in addition to the prices paid for the materials involved shall be limited to ditches, overside drains, aprons at the ends of drainage structures, _______ ______________________________________________.
9

Asphalt concrete placed in miscellaneous areas will be paid for at the contract price per tonne for asphalt concrete in conformance with the provisions in Section 11‑1, "Quality Control / Quality Assurance," of these special provisions.  Section 39‑11.02, "Statistical Evaluation, Determination of Quality Factor and Compensation Adjustment," in Section 11‑1, "Quality Control / Quality Assurance," of these special provisions, shall not apply to asphalt concrete placed in miscellaneous areas.  Payment for placing asphalt concrete in miscellaneous areas and dikes will be in conformance with the provisions in Section 39‑8.02, "Payment," of the Standard Specifications.

