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List pressure class or classes and size in the Engineer's Estimate.

10‑1.__  CEMENT‑MORTAR LINED AND REINFORCED CEMENT‑MORTAR COATED WELDED STEEL PRESSURE PIPE

Cement‑mortar lined and reinforced cement‑mortar coated welded steel pressure pipe shall be installed at the locations shown on the plans or where designated by the Engineer and as specified in these special provisions.

2

The pipe shall be either Type I or Type II.  Type I pipe shall conform to the requirements in Federal Specification SS‑P‑385.  Type II pipe shall conform to the requirements in Federal Specification SS‑P‑381, except as modified in the following paragraph:


For sizes and pressure classes not listed in Table I of Federal Specification SS‑P‑381, Type II pipe may be supplied using special designs involving one or more of the following: lining and coating thickness, cylinder thickness, and circumferential reinforcement.  Specially designed Type II pipe shall conform to the requirements in Federal Specification SS‑P‑381.  Use of this pipe shall be subject to approval by the Engineer.
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Cement for Type I or Type II pipe shall be Type II portland cement conforming to the provisions in Section 90, "Portland Cement Concrete," of the Standard Specifications.  The aggregates shall conform to the provisions in Section 90, except that the mortar strengths relative to Ottawa sand and grading requirements shall not apply.

4*.  Insert Class of reinforced cement‑mortar coated welded steel pressure pipe.

Before backfilling at the joints, the pipe shall be placed under operating head for a period of 2 hours.  Leaks or other defects shall be corrected by the Contractor.  Full compensation for furnishing and disposing of water used for testing shall be considered as included in the contract price paid per meter for cement-mortar lined and reinforced cement‑mortar coated welded steel pressure pipe (Class ___) and no additional compensation will be allowed therefor.

5*.  Insert Class of reinforced cement‑mortar coated welded steel pressure pipe.

Cement‑mortar lined and reinforced cement‑mortar coated welded steel pressure pipe (Class ___) shall be installed, measured, and paid for in conformance with the provisions for welded steel pipe in Section 70, "Miscellaneous Facilities," of the Standard Specifications.

