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Add to SSP 19‑010.

1.  Use only when there will be surplus excavated material that cannot be disposed of inside the highway right of way as provided in the Standard Specifications, and SSP 19‑900 is not used.

Surplus excavated material shall become the property of the Contractor and shall be disposed of in conformance with the provisions in Section 7‑1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.

2.  Use only when there will be surplus excavated material that cannot be disposed of inside the highway right of way as provided in the Standard Specifications, and SSP 19-900 is used.

Surplus excavated material not designated as hazardous waste due to aerially deposited lead shall become the property of the Contractor and shall be disposed of in conformance with the provisions in Section 7‑1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.
3.  Use when existing pavement and surfacing is to be removed and a neat saw cut is required at the removal line.  Revise "Full compensation clause" if cutting is not included in the item of roadway excavation.

Where a portion of the existing surfacing is to be removed, the outline of the area to be removed shall be cut on a neat line with a power-driven saw to a minimum depth of 50 mm before removing the surfacing.  Full compensation for cutting the existing surfacing shall be considered as included in the contract price paid per cubic meter for roadway excavation and no additional compensation will be allowed therefor.

4*.  May be used for specific low volume roadways with a structural section less than 0.6‑m in depth.

The provisions in the second paragraph of Section 19‑5.03, "Relative Compaction (95 Percent)," of the Standard Specifications shall not apply to _____________________________.

5*.  Use when imported borrow may be required on the project.  Do not specify R‑Value greater than that of native material nor specify location where imported borrow is to be placed.

The portion of imported borrow placed within 1.5 m of the finished grade shall have a Resistance (R‑Value) of not less than ________.

6.  Use in all projects.

Reinforcement or metal attached to reinforced concrete rubble placed in embankments shall not protrude above the grading plane.  Prior to placement within 0.6‑m below the grading plane of embankments, reinforcement or metal shall be trimmed to no greater than 20 mm from the face of reinforced concrete rubble.  Full compensation for trimming reinforcement or metal shall be considered as included in the contract prices paid per cubic meter for the types of excavation shown in the Engineer's estimate, or the contract prices paid for furnishing and placing imported borrow or embankment material, as the case may be, and no additional compensation will be allowed therefor.

7.  Use when aluminum or aluminum coated pipe culverts are specified.

At the option of the Contractor, slurry cement backfill, conforming to the provisions in Section 19‑3.062, "Slurry Cement Backfill," of the Standard Specifications, may be used as structure backfill for pipe culverts, including aluminum and aluminum coated pipe culverts.

8.  Use when imported borrow is required on the project.

Imported borrow shall be mineral material including rock, sand, gravel, or earth.  The Contractor shall not use man‑made refuse in imported borrow including:

A.
Portland cement concrete

B.
Asphalt concrete

C.
Material planed from roadway surfaces

D.
Residue from grooving or grinding operations

E.
Metal

F.
Rubber

G.
Mixed debris

H.
Rubble

