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Add to SSP 12‑010.

Include SSP 12‑160, SSP 12‑162, SSP 12‑164, SSP 12‑166, SSP 12‑168 or SSP 12‑170 for lane requirement charts.

1.  Use when lane or ramp requirement charts are included and edit accordingly.  Delete Para 3.

Closures are only allowed during the hours shown in the lane requirement charts included in this section "Maintaining Traffic," except for work required under Sections 7‑1.08, "Public Convenience," and Section 7‑1.09, "Public Safety."

2.  Delete when Para 3 is used.

The full width of the traveled way shall be open for use by public traffic when construction operations are not actively in progress.

3.  Use when lane requirement charts are not included and there are time restrictions for closing lanes.  Delete Paras 1 and 2 when Para 3 is used.

The full width of the traveled way shall be open for use by public traffic on Saturdays, Sundays, Special Days, designated legal holidays; after 3:00 p.m. on Fridays and the day preceding designated legal holidays; and when construction operations are not actively in progress.

4.  Use when lane or ramp requirement charts are not included.  Delete Para 1.
Work that interferes with public traffic shall be limited to the hours when lane closures are allowed, except for work required under Sections 7‑1.08, "Public Convenience," and Section 7‑1.09, "Public Safety."

Paras 5, 6 and 7 to be edited as directed by Traffic Operations.

5*

Under one‑way reversing traffic control operations, public traffic may be stopped in one direction for periods not to exceed _____ minutes.
6*

Unless approved by the Engineer, the maximum length of a single stationary lane closure shall be ____ km.

7*

Unless approved by the Engineer, not more than ____ separate stationary lane closures will be allowed at one time.  Concurrent stationary closures shall be spaced no closer than ____ km apart.
8.  Use on seal coat projects when  lane or ramp requirement charts are not included.  Add "or ramp in each direction of travel" after "one lane" when multilane roadways are involved.  When lane or ramp requirement charts are included for seal coat projects, include Para 3 and 8 requirements in the charts.

On days that lane closures are not allowed, one lane may be closed to maintain the seal coat surface as required in Section 37‑1.07, "Finishing," of the Standard Specifications.  Lane closures to maintain the seal coat surface shall be restricted to daylight hours when public traffic will be least inconvenienced and delayed, as determined by the Engineer.

9.  Use in urban areas where local agencies regulate traffic.

Local authorities shall be notified at least 5 business days before work begins.  The Contractor shall cooperate with local authorities to handle traffic through the work area and shall make arrangements to keep the work area clear of parked vehicles.

10.  Delete when SSP 12‑166 is used.

Ramps adjacent to the closed freeway lane may be closed.

11.  Use when closure of several on ramps and off ramps are required within the project limits.

Adjacent ramps, in the same direction of travel, servicing 2 consecutive local streets shall not be closed simultaneously unless directed by the Engineer.

Paras 12, 13, 14, 15, and 16 to be used when special signs are required for concrete slab replacement work and for connector or ramp closures.

12.  Use for projects with concrete slab replacement work.

C43(CA) (FRESH CONCRETE) sign shall be used at the beginning of the pavement slab replacement work area.  The sign shall be in place during the entire curing period.

Paras 13, 14, 15, and 16.  Use when SC6‑3(CA) or SC6‑4(CA) signs are required for connector or ramp closure.

13

SC6‑3(CA) (RAMP CLOSED) sign shall be used to inform motorists of the temporary closing of a connector, entrance ramp or exit ramp for one business day.

14

SC6‑4(CA) (RAMP CLOSED) sign shall be used to inform motorists of the temporary closing of a connector, entrance ramp or exit ramp for more than one business day.

15

The SC6‑3(CA) or SC6‑4(CA) signs shall be installed at least 7 days before closing the connector or ramp, but not more than 14 days before the connector or ramp closure.  The Contractor shall notify the Engineer at least 2 business days before installing the SC6‑3(CA) or SC6‑4(CA) signs.  The SC6‑3(CA) or SC6‑4(CA) signs shall be stationary mounted at locations shown on the plans and as directed by the Engineer.

16

Accurate information shall be maintained on the SC6‑3(CA) or SC6‑4(CA) signs.  The SC6‑3(CA) or SC6‑4(CA) signs, when no longer required, shall be immediately covered or removed.

17*.  Use on undivided highways when traffic delays are anticipated.  Edit as directed by Traffic Operations for the type of operation which require stopping of traffic including erection of girders, falsework erection and removal, and time requirements.  If delays of more than a few minutes are anticipated, advance warning and advisory signs must be erected in order for motorists to consider alternative routes.

During blasting, hauling, slide removal excavation operations, the road may be closed and public traffic stopped for periods not to exceed _____ hours _____ minutes.  After one closure is made, accumulated traffic shall pass through the work before another closure is allowed.

Use Para 18,19 or 20.

18.  Use when personal vehicles of the Contractor's employees may be parked at various locations except on the traveled way or shoulders.  Delete "or shoulders" on 2‑lane, 2‑way roadways or on undivided highways.

Personal vehicles of the Contractor's employees shall not be parked on the traveled way or shoulders including sections closed to public traffic.

19*.  Use when personal vehicles of the Contractor's employees may be parked within the right of way but only within certain limits.

Personal vehicles of the Contractor's employees shall not be parked within the right of way except between _______________ and _______________.

20*.  Use when personal vehicles of the Contractor's employees may be parked within the right of way but only at a designated area.

Personal vehicles of the Contractor's employees shall not be parked within the right of way except in the area ____________________.

Use Para 21 or 22.

21.  Use when Standard Plan T‑10 is included.

When work vehicles or equipment are parked on the shoulder within 1.8 m of a traffic lane, the shoulder area shall be closed as shown on the plans.

22.  Use when Standard Plan T‑10 is not included.

When work vehicles or equipment are parked on the shoulder within 1.8 m of a traffic lane, the shoulder area shall be closed with fluorescent orange traffic cones or portable delineators placed on a taper in advance of the parked vehicles or equipment and along the edge of the pavement at 7.5‑m intervals to a point not less than 7.5 m past the last vehicle or piece of equipment.  A minimum of 9 traffic cones or portable delineators shall be used for the taper.  A W20‑1 (ROAD WORK AHEAD) or W21‑5b (RIGHT/LEFT SHOULDER CLOSED AHEAD) or C24(CA) (SHOULDER WORK AHEAD) sign shall be mounted on a crashworthy portable sign support with flags.  The sign shall be placed where designated by the Engineer.  The sign shall be a minimum of 1200 mm x 1200 mm in size.  The Contractor shall immediately restore to the original position and location a traffic cone or delineator that is displaced or overturned, during the progress of work.

23*.  Use for multilane roadways and undivided highways when lane requirement charts are not required because closures are allowed without restriction.  A lane width of less than 3 m must be justified.  When a lane width of less than 3 m is specified, add the following to the beginning of Para 23, "Regardless of the minimum lane width requirements specified in "Public Safety" of these special provisions,".

A minimum of one paved traffic lane, not less than _____ m wide, shall be open for use by public traffic in each direction of travel.

24*.  Use for 2‑lane, 2‑way roadways and undivided highways if one‑way traffic is OK.  A lane width of less than 3 m must be justified.  When a lane width of less than 3 m is specified add the following to the beginning of Para 24 "Regardless of the minimum lane width requirements specified in "Public Safety" of these special provisions,".

A minimum of one paved traffic lane, not less than _____ m wide, shall be open for use by public traffic.

25.  Use only when there are time restrictions on the Contractor's operations.

If minor deviations from the lane requirement charts are required, a written request shall be submitted to the Engineer at least 15 days before the proposed date of the closure.  The Engineer may approve the deviations if there is no significant increase in the cost to the State and if the work can be expedited and better serve the public traffic.

26*.  Use when SSP 12‑162 or SSP 12‑170 is used.  Fill in type of operations that require complete closure, such as bridge demolition, 2‑post overhead sign structure installation and removal, erection of girders, falsework erection and removal, and loop detector installation.

When complete freeway, expressway or conventional highway closure is required, only one detour for each direction of travel will be allowed for the following operations: ____________________.

27.  Use when closure of connectors with more than one lane is required along with closure of freeway lanes.  Use ONLY for landscape, electrical or pavement delineation projects.  Edit based on connector geometrics.

When closure of a connector is required along with the freeway lane closure, work on the connector shall be completed first, followed by work located in transitioning areas from the connector to the freeway lanes.  At least one lane on the connector shall be open when the remaining work is located in the transitioning areas or on the freeway lanes.

28.  Use when Para 1 or 3 is included.  Edit for holidays that do not generate heavy traffic through project.

Designated legal holidays are:  January 1st, the third Monday in February, the last Monday in May, July 4th, the first Monday in September, November 11th, Thanksgiving Day, and December 25th.  When a designated legal holiday falls on a Sunday, the following Monday shall be a designated legal holiday.  When November 11th falls on a Saturday, the preceding Friday shall be a designated legal holiday.

29*.  Use when Para 1 or 3 is used and enter Special Days when there are lane closure restrictions.  Include SSP 12‑128 after this Para.  Consult with District Traffic Managers for Special Days.

Special Days are:____________________.

30.  When there is no item for CAS, replace "contract lump sum price paid for construction area signs" with "prices paid for the various contract items of work involved".  Edit for applicable signs.

Full compensation for furnishing, erecting, maintaining, and removing and disposing of the C43(CA), SC6‑3(CA), SC6‑4(CA), W20‑1, W21‑5b, and C24(CA) signs shall be considered as included in the contract lump sum price paid for construction area signs and no additional compensation will be allowed therefor.

