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Add to SSP 20‑800. 

Use when C‑2 bubblers are installed below grade to meet project specific requirements, or to prevent vandalism and other damage.

Include a detail on the plans.  Details available at http://pd.dot.ca.gov/design/landscape/nssp/index.htm
Add sprinkler requirements to the Sprinkler Schedule.  The use of pressure compensating bubblers is recommended.

SPRINKLER (TYPE C‑2 MOD)

Sprinkler (Type C‑2 MOD) shall be furnished and installed as shown on the plans, in conformance with these special provisions and as directed by the Engineer.
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Drainpipe shall be commercially available, rigid, perforated, polyvinyl chloride (PVC) pipe with holes spaced not more than 150 mm on center on one side of the pipe.

3*.  Edit color as required, typically available in green, black, gray and sand.

Drain grate shall be a commercially available, one-piece, injection molded drain grate manufactured from structural foam polyolefins, with ultraviolet light inhibitors.  Color of drain grate shall be ___________________.

Use either Para 4 or 5.

4.  Use Para 4 when drainpipe will be filled with gravel.  Delete Para 5 when 4 is used.  Verify that gravel at the size specified is locally available.
Gravel for filling the drainpipe shall have 100 percent passing the 19 mm sieve and 100 percent retained on the 9.5 mm sieve.  Gravel shall be clean, washed, dry and free from clay or organic material.

5.  Use Para 5 when drainpipe will be filled with pea gravel.  Delete Para 4 when 5 is used.  Verify that pea gravel at the size specified is locally available.
Pea gravel for filling the drainpipe shall have a maximum diameter of 12 mm.  Pea gravel shall be naturally rounded aggregate, clean, washed, dry and free from clay or organic material.

Use Paras 6 & 7 when Sprinkler (Type C‑2 MOD) is designated in the Engineers Estimate.  Use Item Code 208480 Sprinkler (Type C‑2 MOD).

Delete Paras 6 & 7 when Highway Planting/Irrigation System Cost Break-Down is used in SSP 20‑201 or 20‑202.  Include Sprinkler (Type C‑2 MOD) in the Cost Break-Down.
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Sprinkler (Type C‑2 MOD) will be measured and paid for by the unit as determined from the actual count in place.
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The contract unit price paid for Sprinkler (Type C‑2 MOD) shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in installing Sprinkler (Type C‑2 MOD), complete in place, as shown on the plans, as specified in these special provisions, and as directed by the Engineer.

