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ACCESS GATES

Access gates shall conform to the details shown on the plans and these special provisions.

2

Timber members shall be tongue and groove Douglas fir sub-flooring free of knotholes.  The location of knots of adjoining boards shall be staggered.  The construction of the gate shall be with the tongue placed in the up position.  The tongue of the top board and the groove of the bottom board shall be removed.

3

Timber members, steel frames, channels, anchorage devices, mounting hardware, gate rollers, corrugated steel pipe, nylon washers, and neoprene tubing shall be of commercial quality.

4

The 25 mm round ladder rungs with nonskid surface shall consist of No. 25 deformed bar reinforcing steel of commercial quality.

5

Gate rollers shall be rigid casters with self-lubricating bearings and hard rubber wheels.

6

All metal parts and hardware shall be hot-dip galvanized.

7

Timber surfaces of the access gates shall be primed and then stained with 2 coats of stain to match the adjacent sound wall.  Primer and stain shall be of the top grade primer and stain from an established manufacturer.  An established manufacturer is one who has manufactured industrial paints and stains to meet custom specifications for at least 10 years.

8

Where the back side of the masonry wall is to be split faced or rough surface blocks, the bond beam above the gate opening upon which the upper gate guide is to be mounted shall have smooth-sided blocks.

9

Material from excavation may be used for backfill outside of the pipe landings.  Aggregate filling inside the pipe landings shall be a coarse concrete aggregate of commercial quality.  Compacting of the aggregate will not be required.

