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USE WITH 2006 STANDARDS.

Use for sacrificial graffiti protection for concrete surfaces.

Surfaces with surface treatments sensitive to hot water blasting should be protected with a permanent base coating before applying sacrificial coating.

10-1.__  ANTI-GRAFFITI COATING

This work includes applying anti-graffiti coating to concrete surfaces.

2

Comply with Section 59-6, "Painting Concrete," of the Standard Specifications.

3

Submit manufacturer's application and removal instructions 7 days before starting work.

MATERIALS

4

Anti-graffiti coating must:

1.
Be a nontoxic, sacrificial, nonflammable, water-based coating designed for protecting concrete from graffiti

2.
Be compatible with the concrete surface treatment

3.
Have a clear matte finish when dry

4.
Be removable with a hot pressure washer

CONSTRUCTION
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Cure new concrete surfaces under Section 90-7.03, "Curing Structures," of the Standard Specifications.

6

Test concrete surfaces for acceptance of coating under the manufacturer's recommendations before coating.  Areas that resist accepting coating must be cleaned and retested.

7

Apply anti-graffiti coating under the manufacturer's recommendations in at least 2 even coats.

MEASUREMENT AND PAYMENT

8

The contract price paid per square foot for anti-graffiti coating includes full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in furnishing and applying anti-graffiti coating to concrete surfaces, complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

