66-020_A01-18-08

Page 2 of 2

 XE "66-020_A01-18-08" 
Page 1 of 2
Use with Standard Plans D98A and D98B

10‑1.__   SLOTTED CORRUGATED STEEL PIPE
Slotted corrugated steel pipe must comply with Section 66-3.09, "Slotted Pipe," of the Standard Specifications and these special provisions.

2.  Use when traffic or construction vehicles will not cross over trench before 8 hours of curing time of concrete backfill.

MATERIALS

Concrete Backfill

Where plans show cement treated structure backfill use minor concrete for backfill or Class 3 concrete conforming to the provisions of Section 90, "Portland Cement Concrete," of the Standard Specifications, except that minor concrete shall contain not less than 310 kg of cementious material per cubic meter.

3.  Use for locations where traffic or construction vehicles must be allowed to cross over pipe before 8 hours of cure time for regular concrete backfill.  otherwise delete.  A minimum concrete backfill cure time of 4 hours is needed

Portland cement for concrete backfill must be Type III conforming to the provisions in Section 90‑2.01A, "Cement," of the Standard Specifications.  A Type C accelerating admixture conforming to the requirements in ASTM Designation:  C 494 must be added to the concrete mix for concrete backfill.  The admixture must be used at the rate recommended by the manufacturer of the admixture.  The admixture must not contain chlorides as Cl in excess of one percent by weight as determined by California Test 415.

3  Use for locations where a slot section size and tapered spacer are desired otherwise delete.  In the blank, use 64 or 152 for grate size.

Slotted corrugated steel pipe

Slotted corrugated steel pipe drain must have a ___ mm vertical dimension for grate and tapered spacers.

4.  Include for pedestrian traffic areas otherwise delete.
Heel guard

Heel Guard must be expanded metal and comply with ASTM F 1257, Type II, Class 2, and Grade B.  Galvanizing must comply with Section 75-1.05, "Galvanizing," of the Standard Specifications.

5

CONSTRUCTION

Excavation must comply with Section 19-3, "Structure Excavation and Backfill," of the Standard Specifications.

6  Delete paragraphs 6,7 and 8, when this SSP is added to SSP 62-020, "Alternative Slotted Pipe."

MEASUREMENT AND PAYMENT

The length of slotted corrugated steel pipe to be paid will be the slope length measured along the centerline of the pipe as designated by the Engineer.  Slotted corrugated steel pipe cut to fit a structure will be the length of pipe necessary to be placed before cutting, measured in one meter increments.  Slotted corrugated steel pipe placed in excess of the length designated will not be paid for.

7

The contract price paid per meter for the different sizes of slotted corrugated steel pipe includes full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all of the work involved in installing slotted corrugated steel pipe, complete in place, including structure excavation and cement treated or concrete backfill and connecting slotted corrugated steel pipe to new or existing facilities, including concrete collars, reinforcement, or other connecting devices, specified in the Standard Specifications and these special provisions, as shown on the plans, and as directed by the Engineer.

8.  Use with Para. 4, otherwise delete

Compensation for heel resistant grate is included in the contract price paid per meter for slotted corrugated steel pipe and no separate payment shall be made.

