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Use with amended Section 39, "Hot Mix Asphalt."

Use when project includes miscellaneous areas.

Choose a standard item code for the HMA material and use:

394090
Place Hot Mix Asphalt (Miscellaneous Area)

10-1.__  HOT MIX ASPHALT (MISCELLANEOUS AREAS)
GENERAL

Summary
This work includes producing hot mix asphalt (HMA) and placing it on miscellaneous areas.

2

Comply with Section 39, "Hot Mix Asphalt," of the Standard Specifications.

CONSTRUCTION

3*.  Edit for maximum HMA thickness.  Delete if not applicable.

In median areas adjacent to slotted median drains, each layer of HMA must not exceed ___ mm maximum compacted thickness.

MEASUREMENT AND PAYMENT

4.  Use when HMA (miscellaneous area) locations to be paid for as place hot mix asphalt (miscellaneous area) are designated on the plans.  Delete Para 5 when Para 4 is used.

If there is a contract item for place hot mix asphalt (miscellaneous area) paid for by the square meter, this item is limited to the areas listed on the plans and is in addition to the contract items for the materials involved.

5*.  Use when HMA (miscellaneous area) locations to be paid for as place hot mix asphalt (miscellaneous area) are designated in the special provisions (not on the plans).  Edit as required including deletion of non-applicable facilities.  Delete Para 4 when Para 5 is used.

If there is a contract item for place hot mix asphalt (miscellaneous area) paid for by the square meter, this item is limited to ditches, overside drains, aprons at the ends of drainage structures, and _______, and is in addition to the contract items for the materials involved.

