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Use only in highway planting projects.

USE WITH AMENDED SECTION 39, "HOT MIX ASPHALT."

USE WITH 2004 STANDARD PLANS ONLY.
Insert in Section 10‑1.  Do NOT USE in Section 10‑2.

Use BEES item code 394095

Use with SSP "39-300"

For maintenance vehicle pullouts, include Standard Plan H9.  Use Standard Plan A87B when AC dike is needed.  Show dike location on drawings.

When a dike is to be removed, add SSP 15-340.

Check with District Environmental to determine if ADL or lead compliance plan is needed.

Do not use adjacent to guardrail posts.  Use Vegetation Control (minor concrete)

10‑1.__ROADSIDE PAVING (MISCELLANEOUS AREAS)
Roadside paving (miscellaneous areas) shall be constructed as shown on the plans and in conformance with these special provisions.

2.  Use Paras 2 through 5 when earthwork is required.   Otherwise delete.

EARTHWORK
Earthwork shall conform to the provisions in Section 19, "Earthwork," of the Standard Specifications and these special provisions.

3

The grading plane shall not be more than 15 mm above the grade established by the Engineer.

4

A relative compaction of not less than 95 percent shall be obtained for a minimum depth of 150 mm below the grading plane. 

5.  Use when there is surplus excavated material.

Surplus excavated material shall become the property of the Contractor and shall be disposed of in conformance with the provisions in Section 7‑1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.

6.  Use when soil sterilization is required, include SSP 39-931.  Otherwise delete.

SOIL TREATMENT
A soil sterilant shall be applied to those areas that are to receive hot mix asphalt.  Soil sterilant and the application thereof shall conform to the provisions in "Soil Treatment" of these special provisions.

7.  Use Paras 7 through 9 when aggregate base is required.  Otherwise delete.  Designate aggregate base thickness for areas other than maintenance vehicle pullout on typical sections or other details on plans.

AGGREGATE BASE
Aggregate for aggregate base shall conform to the provisions specified for 19 mm maximum aggregate grading in Section 26‑1.02A, "Class 2 Aggregate Base," of the Standard Specifications.

8.  Use for maintenance vehicle pullout.  Otherwise delete
Aggregate base for maintenance vehicle pullout shall be a minimum of 150 mm thick.

9

Aggregate base shall be spread and compacted in conformance with the provisions in Section 26‑l.04, "Spreading," and Section 26‑l.05, "Compacting," of the Standard Specifications.

10.  Designate hot mix asphalt thickness for areas other than maintenance vehicle pullout on Typical Sections or other details on the plans.

HOT MIX ASPHALT
Hot mix asphalt shall conform to the provisions in "Minor Hot Mix Asphalt" of these special provisions.

11.  Use for maintenance vehicle pullout.  Otherwise delete.

Hot mix asphalt for maintenance vehicle pullout shall be a minimum 75 mm thick.

12

Underground irrigation facilities to be installed in areas to receive surfacing shall be installed prior to the placement of the hot mix asphalt surfacing.

13.  Edit when required.

In areas to receive surfacing, the subgrade adjacent to curbs or header boards shall be graded so that after placement and compaction of the surfacing, the top surface will be flush with the top of curbs and header boards.

14.  Use when header boards are required.  Show size of header boards, stakes, and spacing of stakes on the plans.

Header board lumber shall be construction grade and shall conform to the provisions in Section 20‑2.12, "Lumber," and Section 20‑4.04, "Header Boards," of the Standard Specifications.

15

MEASUREMENT
Roadside paving (miscellaneous areas) will be measured by the square yard as determined from actual measurements made parallel to the ground surface.

16.  Delete "earthwork," "soil treatment," and "aggregate base" if not required.

PAYMENT
The contract price paid per square yard for roadside paving (miscellaneous areas) shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in constructing roadside paving (miscellaneous areas), complete in place, including earthwork, soil treatment, aggregate base, and minor hot mix asphalt, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

