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USE WITH 2004 STANDARD PLANS ONLY.

Use only on highway construction projects when conduits or crossovers are to be installed for new or future highway planting.  Insert in Section 10‑1.

DO NOT USE in Section 10-2.  Do not use this SSP for welded steel pipe installations.  Use SSP 20-105 for jacked or drilled welded steel pipe.

Include Standard Plan H9 for Irrigation Crossover Detail.

Include Standard Plan A20A for Type A pavement markers.

Include an Irrigation Crossover Table on the plans.  A copy of the Table is available in the Caltrans Master Cell Library (CTCELLIB.cel).  The file name is IRSXCH (irrigation crossover schedule).

When alternate conduits are shown on the plans, the heading under CONDUIT in the Irrigation Crossover Table and the item in the estimate shall be ALTERNATIVE CONDUIT.

When the types of conduit shown on the plans are not included in this SSP, edit as required and insert material special provisions and measurement and payment clauses for the conduits only if the type of conduit specified is not covered by pay clauses in Section 20-5 of the Standard Specifications.

10‑1.__  IRRIGATION CROSSOVERS

Irrigation crossovers shall conform to the provisions in Section 20‑5, "Irrigation Systems," of the Standard Specifications and these special provisions.
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Conduits shall be placed in open trenches in conformance with the provisions in Section 20‑5.03B, "Conduit for Irrigation Crossovers," of the Standard Specifications.

Paras 3, 4, & 5,  Use only one and delete the others.

3.  Delete "bituminous coated" when uncoated corrugated steel pipe is satisfactory.

Conduits shall be bituminous coated corrugated steel pipe.
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Conduits shall be corrugated high density polyethylene (CHDPE) pipe.  Corrugated high density polyethylene pipe shall conform to the requirements in ASTM Designation: F 405 or F 667, or AASHTO Designation: M 252 or M 294 and shall be Type S.  Couplings and fittings shall be as recommended by the pipe manufacturer.

5.  Edit as required when not all options are permitted.  Delete "bituminous coated" when uncoated corrugated steel pipe is satisfactory.

Conduits shall be alternate conduits and, at the option of the Contractor, shall be one of the following:

A.
Bituminous coated corrugated steel pipe,

B.
Corrugated aluminum pipe,

C.
Acrylonitrile-butadiene-styrene (ABS) composite pipe,

D.
Corrugated high density polyethylene (CHDPE) pipe conforming to the requirements in ASTM Designation: F 405 or F 667, or AASHTO Designation: M 252 or M 294 and shall be Type S.  Couplings and fittings for CHDPE pipe shall be as recommended by the pipe manufacturer.

6.  Use when water line crossovers are shown on the plans.

Water line crossovers shall conform to the provisions in Section 20‑5.03C, "Water Line Crossovers," of the Standard Specifications.

7.  Use when sprinkler control crossovers are shown on the plans.

Sprinkler control crossovers shall conform to the provisions in Section 20‑5.027D, "Sprinkler Control Crossovers," of the Standard Specifications.
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Installation of pull boxes shall conform to the provisions in Section 20‑5.027I, "Conductors, Electrical Conduit and Pull Boxes," of the Standard Specifications.  When no conductors are installed in electrical conduits, pull boxes for irrigation crossovers shall be installed on a foundation of compacted soil.
