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or Geosynthetic Fabric

Linear Sediment Barrier

(Temporary Silt Fence Shown)

Erosion Control Blanket

or Geosynthetic Fabric

Linear Sediment Barrier

(Temporary Silt Fence Shown)

Linear Sediment Barrier

(Temporary Silt Fence Shown)

Erosion Control Blanket

or Geosynthetic Fabric

(Secure with staples)

Erosion Control Blanket

or Geosynthetic Fabric

(Secure with staples)

See Standard Plan T51 for Temporary Silt Fence.

 

Dimensions may vary to fit field conditions.

16 gauge

Steel wire

Linear Sediment Barrier

(Temporary Silt Fence Shown)
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NEW STANDARD PLAN NSP T62

TEMPORARY DRAINAGE

INLET PROTECTION (TYPE 3A)

PLAN

TEMPORARY DRAINAGE

INLET PROTECTION (TYPE 3B)

Drainage Inlet

C
o
n
c
e
n
t
r
a
t
e
d
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w

SECTION A-A

Flow

Drainage Inlet

Concrete apron 

(If present, See Note 4)

1.

 

 

2.

 

3.

 

 

 

4.

 

 

 

5.

STAPLE DETAIL

PERSPECTIVE

CL

PLAN

PLAN

CONFIGURATION FOR SAG POINT INLET

Drainage Inlet at 

sag or low point

Spillway with single layer

of gravel-filled bags

4
’-0

"
 M

in

TEMPORARY WATER POLLUTION

CONTROL DETAILS

(TEMPORARY DRAINAGE

INLET PROTECTION)
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AA

4’-0" Min from Edge

of Traveled Way

Staple

2’-0" Min

4’-0" Max

S
h
e
e
t F

lo
w

FLOW

ROADWAY

Edge of Traveled Way

Spillways

FLOWFLOW

Curb or Dike

6" x 6" Trench

S
h
e
e
t 
F
lo

w

Sheet Flow

S
h
e
e
t F

lo
w

S
h
e
e
t 
F
lo

w

Sheet Flow

Spillway

Interval  (See Table)

Spillway

FLOW

6’-0" Min

ROADWAY

Drainage Inlet

Curb or Dike

Shoulder Backing

Sidewalk or

SLOPE OF ROADWAY  (PERCENT) 8 to 10

For slope of less than 1%, install  barriers only if erosion/sediment is prevalent

100’ 75’ 50’ 25’ 12’

10+

8
"

2"

1 to 3.9 4 to 5.9 6 to 7.9

NOTES:

Install gravel-filled bags flush

against curb or dike face.  

�

4’-0"

Typ

�

7-11-08

(GRAVEL BAG BERM)

Linear Sediment

Barrier (Gravel Bag

Berm Shown)

End of Gravel  Bag Berm

Construct Gravel Bag Berm

by tightly abutting gravel-filled

bags to eliminate gaps and voids

Gravel Bag Berm

Construct Gravel Bag Berm

by tightly abutting gravel-filled

bags to eliminate gaps and voids

Place additional bags on top of 

curb and upstream of Gravel Bag 

Berm to prevent over topping.

(GRAVEL BAG BERM)

INTERVAL BETWEEN BERM

GRAVEL BAG BERM (TYPE 3A) SPACING TABLE

Linear Sediment Barrier

(Gravel Bag Berm Shown)

Trench and embed erosion

control blanket or geosynthetic 

fabric in trench adjacent to 

drainage inlet

Erosion Control Blanket 

or Geosynthetic Fabric

Place safety cones adjacent to drainage

inlet protection.

 

Dimensions may vary to fit field conditions.

 

Install a minimum of 3 gravel  bag berms

upstream of each drainage inlet to be 

protected.

 

Position erosion control blanket or 

geosynthetic fabric at edge of concrete 

apron and secure in trench.

 

Erosion control blanket or geosynthetic fabric 

is not required if the area adjacent to 

the drainage inlet is vegetated or paved.

Secure Erosion Control 

Blanket or Geosynthetic

Fabric with Staples 

(See Note 5)

Edge of Erosion Control

Blanket or Geosynthetic Fabric

16 gauge

Steel wire

Gravel Bag Berms placed 

to intercept runoff from 

converging directions

Stack gravel-filled bags 1-layer high 

for spillway and 2-layers high for 

remaining berm
Extend as necessary to force 

ponded runoff over spillway 

instead of out flanking around 

end of berm.
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NEW STANDARD PLAN NSP T63

TEMPORARY WATER POLLUTION

CONTROL DETAILS

(TEMPORARY DRAINAGE

INLET PROTECTION)

Sheet Flow

Drainage Inlet

Position joints away 

from concentrated flow

 

Flow

Drainage Inlet

Existing Curb or Dike

(behind)

  
  

9
"

2"

A A

SECTION

NOTES:

PERSPECTIVE

SECTION A-A

PLAN PLAN

TEMPORARY DRAINAGE

INLET PROTECTION (TYPE 4A) INLET PROTECTION (TYPE 4B)

TEMPORARY DRAINAGE

STAPLE DETAIL

Staple

10’-0" Max

3’-0" Min

6" x 6" Trench 

S
h
e
e
t 
F
lo

w

S
h
e
e
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F
lo

w

S
h
e
e
t F

lo
w

Sheet Flow

S
h
e
e
t F

lo
w

Angle from face of curb (See Table)

Adhesive Beads

Curb or Dike

Curb or Dike

Drainage Inlet

ROADWAY

(
S

e
e
 
T

a
b
l
e
)

L
e
n
g
t
h

FLOW

Interval  (See Table)

3’-0"

Min

3’-0"

Min

8
"

Concrete Nail

10’-0" Min

ROADWAY

Pavement Surface

�

3 to 41 to 1.9

6’

5+

INTERVAL BETWEEN BARRIERS 

ANGLE FROM FACE OF CURB

SUGGESTED BARRIER LENGTH

70^ 70^ 70^ 45^ 45^

6’ 6’ 6’ 6’

50’ 35’ 30’ 25’ 20’

0 to 0.9 2 to 2.9SLOPE OF ROADWAY (PERCENT)

1
"

T
y
p

4’-0"

Max

�

7-11-08

Trench and embed erosion

control  blanket or geosynthetic 

fabric adjacent to drainage

inlet (see Note 5)

Secure Erosion Control 

Blanket or Geosynthetic

Fabric with Staples 

(See Note 5)

Mulch or other soil 

stabilization practice

Geosynthetic Fabric Cover

Foam Core (Triangular Shown)

FLEXIBLE SEDIMENT BARRIER DETAIL

(FOAM BARRIER SHOWN)

1.

 

 

2.

 

3.

 

 

 

4.

 

 

 

5.

FLEXIBLE SEDIMENT BARRIER SPACING TABLE

16 gauge

Steel wire

Linear Sediment Barrier

(Fiber Roll Shown)

Linear Sediment Barrier

(Gravel Bag Berm Shown)

Install concrete nail with 

washer at leading edge of

horizontal flap.

Concrete apron 

(If present, see Note 4)

Mulch or other soil 

stabilization practice

Erosion Control  Blanket 

or Geosynthetic Fabric

Limit of drainage

inlet protection

C
o
n
c
e
n
t
r
a
t
e
d

 
 
 
 
F

l
o
w

4’-0" Min from Edge 

of Traveled Way

Angle 

(See Table)

Flexible sediment barrier must be

installed flush against curb or dike face.

Trim dike as necessary.

Adhere leading edge of horizontal flap

to curb or dike face with adhesive.

þÿ�A�d�h�e�r�e� �t�o� �p�a�v�e�m�

beads of adhesive at leading and 

trailing edges of horizontal flap.

Linear Sediment Barrier

(Gravel Bag Berm Shown)

Flexible Sediment Barrier

(Foam Barrier Shown)

Wood stake for fiber rolls

spaced 24" on center

Linear Sediment Barrier

(Fiber Roll Shown)

Linear Sediment

Barrier (Temporary

Silt Fence Shown)

FLEXIBLE SEDIMENT BARRIER

Flow

Flow

See Standard Plan T51 for Temporary Silt

Fence.

 

Dimensions may vary to fit field conditions.

 

Install a minimum of 3 flexible sediment

barriers upstream of each drainage inlet

to be protected.

 

Position erosion control blanket or 

geosynthetic fabric at edge of concrete 

apron and secure in trench.

 

Erosion control blanket or geosynthetic fabric 

is not required if the area adjacent to 

the drainage inlet is vegetated.

NSP T63 DATED AUGUST 15, 2008 SUPPLEMENTS

THE STANDARD PLANS BOOK DATED MAY 2006.
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NEW STANDARD PLAN NSP T64
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NO SCALE

TEMPORARY WATER POLLUTION

CONTROL DETAILS

(TEMPORARY DRAINAGE

INLET PROTECTION)

 

Drainage Inlet with

Sediment Filter Bag

Sediment Filter Bag

Catch basin

F
lo

w

A

A

B B

Pavement Surface

NOTES:

Drainage Inlet Grate

Dump straps (2 each)

Lifting loops (2 each)

Sediment Filter Bag

Expansion Restraint

Catch basin

Curb or Dike

Drainage Inlet

Flow

�

10’-0" Min10’-0" Min

�

FLOW

ROADWAY

Curb or Dike

SECTION B-B

SECTION A-A

PLAN

TEMPORARY DRAINAGE

INLET PROTECTION (TYPE 5)

(SEDIMENT FILTER BAG)

SEDIMENT FILTER BAG DETAIL

Linear Sediment Barrier

(Temporary Silt Fence Shown)

Linear Sediment Barrier

(Temporary Silt Fence Shown)

See Standard Plan T51 for Temporary Silt Fence.

 

Dimensions may vary to fit field conditions.

1.

 

2.

 

7-11-08

Rigid Plastic Barrier 

(Extends beyond grate)

TEMPORARY DRAINAGE

INLET PROTECTION (TYPE 6A)

SECTION

(CATCH BASIN WITH GRATE)

Gravel-filled Bag 

(Place one bag at each end)

PERSPECTIVE

TEMPORARY DRAINAGE

(CURB INLET WITHOUT GRATE)

INLET PROTECTION (TYPE 6B)

Flexible Sediment Barrier 

(Rigid Plastic Barrier Shown)

Curb or Dike

Pavement Surface

Catch basin

Linear Sediment Barrier

(Fiber Roll Shown)

Flow

Gravel-filled Bag

(Place one bag at each end)

Curb Inlet

Sidewalk

Sidewalk

Flow

Flow

�

NSP T64 DATED AUGUST 15, 2008 SUPPLEMENTS
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Temporary silt fence and temporary

straw bale barrier shown for reference

purposes only.
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CL
CL

CL

High visibility

fabric

PLACEMENT DETAIL

FOR TEMPORARY SILT FENCE

AND TEMPORARY STRAW BALE BARRIER

USED WITH TEMPORARY FENCE (TYPE ESA)

2’-0"

Max

2’-0"

Max

KEEP OUT

Protected Area

þÿ�8� ���  

TEMPORARY WATER POLLUTION

CONTROL DETAILS

[TEMPORARY FENCE (TYPE ESA)]

SECTIONSECTION

SIGN DETAIL

SECTION

11" Min

14" Max

Post

ESA

4
’
-
0
"

1
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-
3
"

Flow

Flow

(See Note 1 )(See Note 1 )

TEMPORARY FENCE (TYPE ESA)

NOTE:
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Construction

Activities

ESAConstruction

Activities

ESAConstruction

Activities

M
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Temporary linear sediment barrier

(temporary silt fence shown)

Temporary linear

sediment barrier

(temporary silt

fence shown)

Temporary linear sediment barrier

(temporary straw bale barrier shown)

PLACEMENT DETAIL

FOR TEMPORARY LINEAR SEDIMENT BARRIER

USED WITH TEMPORARY

FENCE (TYPE ESA)

1-7-09

Temporary Fence

(Type ESA)

Temporary Fence

(Type ESA)
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NEW STANDARD PLAN NSP T65

April 3, 2009
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