
SEPTIC TANK DETAILS

EQUIPMENT SCHEDULE

NO SCALE

}

 

 

 

 
ACCESS COVER AND FRAME DETAIL

1

25,000 GALLON SEPTIC TANK ELEVATION

 

 

 

 

 

2
TRANSDUCERS

EYELET FOR

SLUDGE TRANSDUCER

NOTES:   

NO SCALE

NO SCALE

EQUIPMENT HP PHASEVOLTS
RATE (GPM)

TOTAL DYNAMIC PUMPING 

30251
 

�

SEE

TRANSDUCERS

EYELET FOR 

2

-

1

-

FINISHED GRADE

RISER

CLEAR OPENING

-

3

PUMP SYSTEM

SEWAGE DUPLEX

ASSEMBLY

PUMP VAULT

LEAD AND LAG PUMP "OFF"

VERY LOW LEVEL

FS306L

FS306H

9"

RISER

TANK

ACCESSORIES

STEEL 

WITH STAINLESS 

STEEL CABLE 

STAINLESS 

19 GAUGE 

2

-

FOR PUMP CONTROLS, SEE

LEVEL TRANSDUCER

SHEETS

ELECTRICAL

SEE 

SEE

CONTINUATION,

IE = 95.60 FOR 

INLET 

SS-3

SS-6

SS-6

4
"

4
"

2
"

2
’
-
0
"

FOR CONNECTIONS, SEE

OUTLET IE 97.50

OUTLET TO LEACH FIELD,

SS-3

230

SLUDGE TRANSDUCER

FRANCIS SOLICH

Reviewed by:

CALIFORNIA STATE FIRE MARSHAL

APPROVED

Approval date:

project site at all times.

approved plans shall be available on the

subject to field inspection.  One set of 

applicable regulations.  Final approval is 

approve any omission or deviation from

Approval of this plan does not authorize or

6-01-2014

CSFM No. 01-33-11-0036

#4 

30" X 30" CLEAR OPENING

ACCESS COVER AND FRAME

12"

1
2
"

Typ

PEA GRAVEL

6" DEEP

30" X 30"

15’-5"

ACCESS RISER, Typ

2’-6" X3’-0" PVC

3
’
-
3
"

7
"

4" SP

1
2
"

1
’
-
6
" 1
’
-
0
"

T
y
p

4
’
-
0
"

Typ

12"

T
y
p

8
’
-
9
"

Typ

4" 

T
y
p

1
’
-
0
"

17’-11"

47’-3�" NOMINAL

COLLAR, Typ

CONCRETE 

COLLAR, Typ

RISER AND CONCRETE

2" CLEARANCE BETWEEN

7’-6�" 8’-6�" 8’-2�" 9’-7�"

SEE ELECTRICAL SHEETS

COMPONENTS, Typ,

ELECTRICAL CONDUIT AND

T
y
p

ALARM "ON"

HIGH LEVEL

9’-8�"

COLLAR, Typ

CONCRETE 

LOCKING SPRING

WITH SELF 

STAINLESS STEEL 

EYELET 

�"Ø X 4"  

Min 4"

M
i
n
 
3
"

 

 

 

 

 

 

 

 

 

 

 

 

 

 

3. 

 

 

 

 

2.

 

 

1.
Deadman dimensions may vary by manufacturer.  Install

High level alarm "ON" at 1’-2" below inside top of tank.

Lag pump "ON" at 3’-2" below inside top of tank.

Lead pump "ON" at 6’-6" below inside top of tank.

Lag pump "OFF" at 6’-6" below inside top of tank.

Lead pump "OFF" at 6’-10" below inside top of tank.

Very low level at 7’-2" below inside top of tank.
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